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इस भाग में भिन्न पृष्ठ संख्या दी जाती है जिससे कि यह अलग संकलन के रूप में रखा जा सके 
(Separate paging is given to this part in order that it may be filed as a separate compilation ] 


AM III IV 2 

(PART III - SECTION 2 ] 
पेटेन्ट कार्यालय द्वारा जारी की गई पेटेन्टों और डिजाइनों से सम्बन्धित अधिसूचनाएं और नोटिस . 
(Notifications and Notices Issued by the Patent Office relating to Patents and Designs 


THE PATENT OFFICE 

Patent Office Branch , 61, Wallajah Road , Madras-600002. 
PATENTS AND DESIGNS 

The States of Andhra Pradesh , Karnataka , Kerala , 
Calcutta , the 18th July 1992 

Tamilnadu , and the Union Territories of Pondicherry, 
ADDRESS AND JURISDICTION OF OFFICES OF THE 

Laccadive , Minicoy and Aminidivi Islands. 
PATENT OFFICE 

Telegraphic address " PATENTOFIS " . 
The Patent Office has its Head Office at Calcutta and 
Brutach Ofices at Bombay, Delhi and Madras having terri 

Patent Office, (Head Office ), “NIZAM PALACE ”. 2ød 
torial Jurisdiction on a zonal basis as shown below : 

M . S . O . Building, Sth , 6th and 7th Floor, 234 / 4 . 
Patent Office Branch , Todi Estates, IL Floor, Lower 

Acharya Jagadish Bose Road , Calcutta -700 020 . 
Parel (West) , Bombay -400 013. 
The States of Gujarat, Maharashtra , and Madhya 

Rest of India. 
Pradesh , and the Union Territories of Goa , Daman and 
Dia and Dadra and Nagar Havell. 

Telegraphic address " PATENTS” . 
Telegraphic address " PATOFFICE " . 

All applications , notices , statements or other documents 

or any fecs required by the Patents Act, 1970 or the Patenta 
Patçat Office Branch , Unit No . 401 to 405, III Floor, 

Rules, 1972 will be l ecelved only at the appropriate Offices 
Municipal Market Building, Saraswati Marg , Karol Bugh , 

of the Patent Office . 
New Delhi- 110005. 

Fees : - The fecs may either by paid in cash or may be 
The Gates of Haryana , Himachal Pradesh , Jammu and sent by Money Order or Postal order, payablo to tho Contro 
Kashmir , Punjab , Rajasthan and Uttar Pradesh and the 

ller at the appropriate Offices or by bank draft or choqao, 
Union Torritories of Chandigarh and Delhi. 

payable to tbo Controller drawn on a scheduled bank at the 
Telegraphic address " PATENTOFIC " 

place whero the appropriate office is situated . 
1 - 157 GI/ 92 
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पंटट कार्यालय 

पेटेट कार्यालय शाखा , 
एकस्व तथा अभिकल्प 

61 , बालाजाह रोड , 

मद्रास - 600002 । 
कलकत्ता , विनांक 11 जुलाई 1992 
पेट कार्यालय के कार्यालयों के पसे एवं क्षेत्राधिकार 

आन्ध्र प्रदेश , कर्नाटक , केरल , तमिलनाउ राज्य 

क्षेत्र एवं संघ शासित क्षेत्र पाण्डिचेरी, लक्षद्वीप 
ऐटेट कार्यालय का प्रधान कार्यालय कलकत्ते में अवस्थित है तथा 

मिनिकाय तथा अमिनिविधि द्वीप 
बम्बई , दिल्ली एवं मद्रास में इसके शाखा कार्यालय है , जिनके 
प्रादेशिक क्षेत्राधिकार जोन के माधार पर निम्न रूप में प्रशित 

तार पप्ता - - " पटेटाफिम " 


पटेट कार्यालय शाखा , टाशी इस्टटे , 
तीमरा तल , लोअर परेल (पश्चिम ) , 
नम्बई - 400013 । 
गजरात , महाराष्ट्र तथा मध्य प्रदेश राज्य 
क्षेत्र एवं संघ शासित क्षेत्र गोआ , दमन तथा 
दिव एवं दादरा और नगर हवेली । 


पेटेट कार्यालय ( प्रधान कार्यालय ) 
निजाम पैलेस , द्वितीय बहतलीय कार्यालय , 
भवन , 5 , 6 तथा 7वां तल , 
234 / 4 , आचार्य जगदीश बोस रोड , 
कलकत्ता - 700020 । 


भारत का अवशेष क्षेत्र 


. . . 


. 


सार पता--- " पटेट्स 


पटट अधिनियम , 1970 या पेटेट नियम , 1972 में अपे . 
क्षित सभी आवेदन पत्र , सूचनाएं , विवरण या अन्य प्रलेख पेटट 
कार्यालय के केवल उपर्युक्त कार्यालय में ही प्राप्त किए जाएंगे । 


तार पता - -- " पेटोफिसे " 
पेटेट कार्यालय शाखा , 
एकक मं . 401 से 405 , तीसरा सल , 
नगरपालिका बाजार भवन , 
सरस्वती मार्ग , करोल बाग , 
नई दिल्ली -110005 । 
हरियाणा, हिमामल प्रदेश , जम्म तथा कश्मीर , 
पंजाब , राजस्थान तथा उत्तर प्रदेश राज्य क्षेत्रों 
एवं संघ शासित क्षेत्र चंडीगढ़ तथा दिल्ली । 
सार पता - - " पेटटोफिक " 


शल्क : - - पाल्फों की अदायगी मा सो नकद की जाएगी अथवा 
उपयुक्त कार्यालय में नियंत्रक को भुगतान योग्य धनावश अध्या 
डाक आदेश या जहां उपर्युक्त कार्यालय अवस्थित 
हरे; उभ स्थान के अनुसूचित बैंक से नियंत्रक को भुग 
तान योग्ग बैंक डाफ्ट अथवा चक द्वारा की जा सकती है । 


. . . .. WHEmmemorae 


mon - 


- - . . - 


--.. - MAITHILI 


- - - - AII - 

TrenTLAart - 1 - - - 


The undermentioned person has been registered ay a Patent 
Agent under Section 126 ( 1 ) ( c ) ( i) of the Patents Act, 
1970 . 

Mr. Chitteln Venkata Ramana . 
21 . 34. 3 Kotha Road, 
Visakhapatnam -530001, 
Andhra Pradesh , 
India. 


406 / Cal / 92 Lucky Limited , " Hepatitis C Diagnostics and 
___ vaccines " . 

The 8th June 1992 
407 /Cal / 92 . Krupp VDM Gmbh , " Austenitic steel" . 
408 / Cal /92. Siddhartha Son and Prasanta Kumar Das, 

" Conductivity probes for muti-phase flow sys 

teins" . 
409 / Cal / 92 . Dr. Nanigopal Jana, " A process for preparing 

a Homoeopathic Medicine of the combination 
GroupCoccoe or Intestinum for the purpose of 
curing & preventing the intestinal diseases both 
in humans & animals particularly birds & cattles. " 


GOVERNMENT OF INDIA 

THE PATENT OFFICE 

Calcutta , the 18th July 1992 
APPLICATION FOR PATENTS FILED AT THE HEAD 
OFFICE 234 / 4, ACHARYA JAGADISH ROSE ROAD , 

CALCUTTA - 20 


The dated shown in the croscent branch are the dates 
claimed under section 135 , of the Patents Act, 1970 . 


The 5th June 1992 
403 / Cal / 92. Zimpro Passavant Environmental systems , Inc ., 

" Process for treatment of wastewater containing 
inorganic aimonium salts " . 


The 9th June 1992 
410 / Cal / 92 . Petroferm Inc., " Cleaning process ". 
411/ Cal / 92. Hocchst Aktiengesellschaft. " Process for the 

preparation of chlorofluoronitrobenzenes" . 

The 11th June 1992 
412 /Cal / 92 . ( 1 ) Okhtinskoe Nauchno - Proizvodstvennoe nbie 

dinenie Plastpolimer , ( 2 ) Proizvodstvennoe obie 
dinenie Angarsknefte- Orgsintez " Method for 

preparing styrene plastics " . 
413 / Cal / 92 . Siemens Aktiengesellschaft, "Inspection of a 

dynamoelectric machine in a gap between stator 

and rotor ". 
414 /C1/ 92 . General Electric Company , "Improved water 

jet mixing tubes used in water jet citting devices 
and method or preparation thereof" . 


404 / Cal / 92. Samsung Electronics Co ., Ltd., “ Ribbon cart 

ridge used in a thermally transferring printer " , 


the 


405 /Cal / 92 . Hoechst. Aktiengesellschaft. " Process for 

preparation of difluorobenzaldehydes " , 


- 


- - 


- - - 


- - 


- 


- - - - 
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415 ; Cal/ 92 . United Catalysts loc., " High temperature shift 289 /MAS / 92 . Shasuit Chemicals (Madras ) Ltd . An im 
Catalyor" (Divided out of No . 81 / Cal/ 89 Antc 

proved process for preparation of dyicloninc hy 
dated to 25th January 1989 ) . 

drochloride as local anesthetic drug. 
410 , Cal / 92 . Shii Narayan Mishra , Arun Kumar Chakravarty 290 /MAS / 92 . ITW Siguode India Limited . An improved 
and Bijay Krishna Paul, “ A novel process and 

semi-automatic plastic strapping machino. 
equipment for production of sponge iron using 
non - coking coal" . 

The 15th May 1992 
417 / Cal /92. Amitablu Ray , " Ainethod for the manufacture 

291; MAS /92 . Titun Watches Limited . World time watch . 
or decorative and non -decorative laninates , 

292 /MAS / 92 . Alan Bell Theis & Jonatban Leder. Method 
bourds, polyboards, artificial boards and the like 

for the control of biofouliny . 
and producing articles thereof" . 

293,MAS / 92 . Mitsuoba Electric Mig Co . Ltd . Amature 
APPLICATION FOR PATENTS FILED AT 

structure of dynamo -electric muchine . 
THE PATENT OFFICE BRANCH , 

294 /MAS /92. Retroscreen Ltd . Vaccines and methods for 
61 , WAJ.LAJAH ROAD , MADRAS -600 002 

their production . (May 17 , 1991; United King 

dom ). 
The 11th May 1992 

The 18th May 1992 
272 / MAS / 92, Ajunugum Vaithianathan . Improvements in 
or relating to the propelling mechanism of bi 

295/MAS / 92. Rumalingam Devahibjalan . Hot line tele 
cycles , tricycles , cycle - rickshaws, cycle delivery 

linky network . 
vans or like pedal propelled vehicles . 

296 /MAS /92 . Girivay Vinu anath Shet. A method of clepict 
273 /MAS / 92 . ( . Deva Dasy. Cure for Cancel. 

ing a photograph of Sint . Sonia Gandhi. 
274 /MAS , 92 . American Standard Inc. A method for the 

297 ,MAS / 92 . RMF Dictugenc S . A ., Dictyostelid expression 
manufacture of a friction clutch mechanism for 

vector and method for expressing a desired pro 
a railway ear draft gear assembly . (Divisional to 

tein . 
Patent Application No. 917 /MAS /88 ) . 

298 / MAS/ 92 . Schubert & Salzer Maschinenfabrik AG . 
275 /MAS /92 . Schreibjer Foods, Inc . Method and appara 

Process and apparatus for piecing a thread in 
tus for forming and hermetially scaling slicos of 

open -end spinning apparatus, 
food items. 

299 ,MAS / 92 . Unimetal. Method and device for exhausting 
276 /MAS / 92 . Walter Whitson -Plschman . Magnetically in 

gases of fumes from a metallurgical container 
fluenced homeopathic pharmaceutical formula 

and an electric furnace provided with said ¢x 
tions, methoxls of their preparation and methods 

haust device . 
of their administration . 

300 /MAS /92 . Puttur Hayavadana Acharya. A novel kero 

sene stove. 
The 12th May 1992 
277 ,MAŞ / 92 . Girivas Viswanatlı. A scheme of providing 

The 19th May 1992 
lodging and boarding facilities to morchants dur 

301 ,MAS , 92. The Bools Company Plc (May 25, 1991; 
ing busincss tours by providing business towers 
in the form of flats . 

Great Britain ). 
278 /MAS / 92. Maschinenfabrik Rieter AG . Nipper Unit 

302 /MAS /92. Nokia ( Deutschland ) Gmbi- . Alcthod of 
for a combing machine . 

gluing the moving coil carrier to thio diaphragm 

of a loudspeaker . 
279 , MAS / 92 . Schluomberger Industries. A magnetic drive 
systems, and a moter in particulat a water moter , 

303 /MAS/ 92. Netlon Limited . Plastics Material Mesh 

Structures . 
including system . 
280 /MAS / 92 . Mauser- Werke GmbH , Large -capacity lidded 

The 20th May 1992 
drum 

504 /MAS / 92 . Dr. Jose Thaikattil & Mary Shirly T .J . A 
281 /MAS / 92 . Zellei Closures, Inc., Two - Piece Closure. . 

water Alter . 
282 /MAS /92 . Ascu Brown Boveri Ltd . Turbine Blado and 305 /MAS / 92 . G . Ramachandran . V / UHF Discone antenna . 
process for producing this . 

306 ,MAS /92. Rangaswamy Naidu Govindarajulu . A 
283 /MAS / 92. Bionol Ltd . A fuel mixture i process for 

twisting machino for producing twisted silk yarn 
its production and its lise , 

directly from cocoons. 
The 13th May 1992 

307 /MAS / 92 . S . Paramasivam . A direction finder device. 
284 /MAS / 92 . Dr. C . K . Rajkumar, Bio -Degradable con 

308 /MAS /92: Engineer & Co., The adaptor plough . 
tainers . 

The 21st May 1992 
285 / MAS / 92 . AB Stratos Connectors . Device for optical 

309 /MAS/ 92. Sajja Perumal Subramanian . A Jacquard 
connection of an optical clement for example an 

Card. 
optical fibre, with # lens . 

310 /MAS / 92 . Berol Nobel AB. Initiator suspensions , thoir 
286 /MAS / 92 . Eikem Technology A / s. Method and appa 
ratus for production of metal. 

preparation and use . 
287 /MAS /92 . DSM N . V ., Process for the preparation of a 

311 /MAS/ 92 . Antonio Serrano Gonzalez. Protector for self 

rectractile hypodermic needles. 
phenol . 

The 22nd May 1992 
The 14th May 1992 

312 /MAS / 92. British Telecommunications Public Limited . 
288 /MAS / 92. Manjarabjad Venkataramanaswamy Naik 

Radio System . (May 24 1991; United King 
Sreenivasa Raju . Recirculation of treated water 

dom ) . 
10 establish minimum rates of flow of water in 
ion exchange resin beds of demineraliscr water 313 /MAS / 92 . The Electrohol Corporation . Partial Oxida 
treatment plants to prevent chanelling in resin 

tion of alcohols to curbonyl- containing com 
beds. 

pounds in electrochemical cell, 
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Or within one month of its date us prescribed in Rule 36 of 
the Patents Rules, 1972 . 


The classifications given below in lecpect of each specifi 
cation are according to Indian Classification and International 
Classification . 


A limited number of printed copics of the specifications 
listed below will be available for sale from the Government 
of India Book Depot, 8 , Kiran Sanker Roy Road , Calcuttta, 
in due course . The price of each specification is Rs. 2 / 
(postage extrat ) . Requisition for the supply of the printed 
specifications should be accompained by the nuniber of the 
specifications as shown in the following list. 

Typed or photo copies of the specification together with 
photo copies of the drawings , if any can be supplied by the 
Patent Omce , Calcutta on payment of the prescribed copy 
ing charges which may be ascertained on application to that 
officc . Photo copying charges may be calculated by adding 
the number of pages in the specification and diawing sheet 
mentioned below against each accepted specification and 
multipling the same by four to get the charges as the copy 
ing charges per Page Rs. 4 / 


___ The 25th May 1992 
314 /MAS / 92. BASF Akteingeseilschaft . Preparation of 

1 - - aminoanthraquinone. 
315 / MAS / 92. . Monsanto Company . Process for the trans 

formation of vanadium phosphorus mixed oxide 
catalyst percursors into active catalysts for the 
production of maleic anhydride . 

The 27th May 1992 
316 , MAS / 92. MACPI S .p . A . Jodustrial sowing machine for 

simultaneously making different seaming 

patterns. 
317 / MAS / 92 . International Business Machines Corporation. 

Disk file with liquid film hcad -disk interfuce . 
318 / MAS / 92. International Business Machines Corporation, 

Transducer carrier for disk file with liquid 

film head- disk interface . 
319 / MAS , 92. Lonza Ltd., A microbiogical process for the 

preparation of 5 Hydroxypyrazinoic acid . 
320 / MAS / 92. Aimsted Industries Incorporated. Apparatus 

for modifying thermal gradient for casting in 

graphite molds. 
321 / MAS / 92. The Lakshmi Mills Co., Ltd ., A method 

and apparatus for ginning seed cotton kepas. 

The 27th May 1992 
322 /MAS / 92. Vadalamudi Lakshmandas Gandhi M . 0 . L . 

I ingua Cyclo scope of " manual computer for 

spoken " English language . 
323 /MAS. 92 . Vadalamudi Lakshmandas Gandhi. Porlable 

planetarium-cum-celestial sphere. 
324 /MAS :/ 92 . Officina Meccanica Biançalani & C . di Bia 

ncalani Florenzo & C . S . R . C ., Fulling machine 

with cylinder with internal motor drive . 
325 / MAS : 92 . Asca Brown Boveri Ltd., Combined gas / 

stcam power station plant. 

The 28th May 1992 
326 / MAS . 92. Carpigianj S. I . 1. Method of manufacturing 

ficczink cylinder for ice creon making machines. 

The 29th May 1992 
327 / IAS . 92 Mr . Manadath Abdulhamced Hasceb. An 

automatic in - line threading machine for making 
_ external on pipes. 


स्वीकृत सम्पूर्ण विनिवेश 


एहद्वारा यह सूचना दी जाती है कि सम्बन्ध आवेदनों में से 
किसी पर पेटेट उनदान का विरोध करने के इच्छक कोई व्यक्ति , 
इसके निर्गम की तिथि से 4 महीने या अरिम एंसी बर्वाध जो 
उक्त 4 महीने की अवधि की समाप्ति के पर्व पटेट नियम , 1972 
के तहत विहित प्रपत्र 14 पर आवेदित एक महीने की अवधि से 
अधिक न हो , के भीतर कभी भी नियंत्रक , एकस्व को एसे 
विरोध की सूचना विहित प्रपत्र 15 पर द सकते है । विरोध 
संबंधी लिखित बक्तध्य , उक्त सचना के साथ अथवा पेटंट नियम , 
1972 के नियम 36 में यथा विहित इसकी तिथि के एक महीने 
के भीतर ही फाइल किए जाने चाहिए । 


" प्रत्येक थिनिश के संदर्भ में नीचे दिए वर्गीकरण , भारतीय 
वगीकरण तथा अंतर- राष्ट्रीय वगीकरण के अनुरूप है । 

नीचे सूचीगत विभिशों की सीमित संख्यक मुद्रित प्रतियां , 
भारत सरकार बुक डिपो , 8, किरण शंकर राय रोड, कलकत्ता 
में विक्रय हत यथा समय उपलब्ध होंगी । प्रत्यक विनिश का 
मूल्य 2/ - रु . है । 


ALTERATION OF DATE UNDER SECTION - 16 
171084 . 

Antedated to September 22, 1986 . 
( 318 / Cal / 89 ) 
171086 

Antedated to May 6 , 1988 . 
( 163 / Cal / 91 ) 
171098 

Antedated to May 31 , 1988 . 
( 238 / Cal , 90 ) 


( अतिरिक्त डाक खर्च) । मुद्रित विनिश की आपूर्ति हत 
मांग पत्र के साथ निम्नलिखित सची में यथा प्रदशित विनिर्देशों 
की संख्या संलग्न रहनी चाहिए । 


171104 
( 617 / DEL / 87 ) 


Filed on 17 Jul. 1987. 
Ante -dated to 27 Oct. 1984. 


COMPLETE SPECIFICATION ACCEPTED 


Notice is hereby given that any person interested in oppy 
sing the grant of patents on any of the Applications concer 
ned , may , at any time within four months of the date of 
this issuc or within such further period not exceeding one 
month applied for on Form 14 prescribed under the Pa 
tents Rules 1972 before the expiry of the said period of four 
months, given notice to the Controlier of Patents on the 
prescribed Form 15 , of such opposition . The written state . 
ment of opposition should be filed alongwith the said notice 


रूपांकन (चित्र आरसों) की फोटो प्रतियां यदि कोई हों , के 
साथ विनिर्देशों की टांकित अथवा फोटो प्रतियों की आपूर्ति पेटंट 
कार्यालय , कलकत्ता द्वारा विहित लिप्यान्तरण प्रभार जिसे उक्त 
कार्यालय से पत्र व्यवहार द्वारा सुनिश्चित करने के उपरांत उसकी 
अदायगी पर की जा सकती है । विनिश की पृष्ठ संख्या के 
साथ प्रत्येक स्वीकृत विनिश के सामने नीचे वर्णित चित्र आरेख 
कागजों को जोड़कर उसे 4 से गुणा करके ; (क्योंकि प्रत्येक पृष्ठ का 
लिपान्तरण प्रभार 4 / - रु . ) फोटो लिप्पान्तरण प्रभार का 
परिकलन किया जा सकता है । 
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Appropriate Office for opposition proceedings ( Ruto 4 , 
Patent Rules 1972 ) Patent Office , Calcutta . 

7 Claims 
Apparatus for ascertaining internal stresses in a hardcnod 
region to bc tested of a component made of a predetermined 
material, comprising : 


Ind . Cl. 35 E 

171077 
Int. Çi, : C04 B 35 / 00 

"METHOD FOR PRODUCING SELF -SUPPORTING 
CERAMIC COMPOSITE STRUCTURES " 

Applicant · LANXIDE TECHNOLOGY COMPANY , 
LP TRALEE INDUSTRIAL PARK NEWARK , DELA 
WARE 19711 U . S . A . 

Inventors : ( 1 ) MARC STEVENS NEWKIRK , ( 2 ) 
HAROLD DANIEL LESHER , ( 3 ) RATNESH KUMAR 
DWIVEDI, 14 ) ROBERT CAMPBELI. KANTNER . 

Application No. 721 / Cal / 87 filed on 9th September , 
1987, 

Appropriate Office for opposition proceedings ( Rule 4 , 
Patent Rules 1972 ) Patent Office , Caloutta . 


( a ) an exciter system and a measurement pickup system 
measuring at least one of amplitude of meanetic Barkhausen 
noise and coercive field strength and producing nieasural 
values ; 

( b ) electronic evaluation means connected to said 
measurement pickup syſtem for processing the measured 
values of the coercive field strength and the amplitude of 
the magnotic Barkhausen nolso in parallel ; 

( c ) said electronic evaluation means including at least one 
memory having calibration dato or calibration functions 
for ta least one material relating to dependencies between 
the Barkhausen noise amplitude, the corcive field strength , 
the hardness and the mechanical stress ; and 

( d ) said electronic evaluation ucans including a conversion 
stage converting the measured values into material pro 
perties of hardness and stress using the calibration date 
stored in said at least onc memory . 
Compl. Specn . 20 pages . 

Drgs. 2 sheets . 


26 Claims 
A method for producing a self-supportiny ceramic 
composite structure comprising i ceramic matrix obtained 
by an oxidation reaction of a parent metal such as herein 
described optionally in cojunction with a dop -ant material 
with an oxidant such as hercin described to form a polyerys 
tallinc inaterial, the method comprising : 

( a ) orienting a first source of parent metal and a 
permeable mass of filler material such as herein described 
rclatice to each other so that formation of an oxidation 
reaction product of the first source of parent metal will 
occur in direction towards and into said mass of filler , 
wherein a quantity of said first source of parent metal 
provided is insufficient to embed completely said permeable 
mass , said mass of filler material being optionally at least 
partly formed by a barrier means such as horcin described . 

(b ) houting said first source of parent metal to a tem 
perature region obove its melting point but below the melting 
point of its oxidation reaction product to form a body of 
molten parent metal from said first source and roacting 
said first source of molten parcnt motal with an oxidant 
such as hcrein described to form said oxidation reaction 
product by maintaining at least a portion of said oxidation 
reaction product in contact with and extending between 
said first source of inolten parent metal and said oxidant 
to progressively draw molten parent metal through the 
oxidation reaction product towards the oxidant and into 
said mass of filler so that fresh oxidation reaction product 
continues to form within said mass of Aller at an interface 
between said oxidant and previously formed oxidation roac 
lion product; 

( c ) providing additional molten parent motal from a 
second source of said parent metal which contacts with 
first source , wherein said second source of parent metal 
comprises a reservior of parent metal such that said addi 
tional parent metal at least partially replenishes said first 
source of molien parent metal as said reaction continues 
such that said permeable mass is substantially completely 
embedded to form said self- supporting ceramic composito 
structuro . 


Ind . Cl. : 391., 40 F , 901 

171079 
Int. CI. : C03B 37 / 01, 37 /012 

" AN APPARATUS FOR FORMING A PLURALITY 
OF GLASS FIBERS " 

Applicant : OWENS- CORNING FIBERGLAS CORPORA 
TION OF FIBERGLAS TOWER , TOLEDO , OHIO 43659 , 
UNITED STATES OF AMERICA . 

Inventora : EUGENE CAMILIO VARRASSO . 
Application No. 726 /Cal / 88 filed on 30 August, 1988. 

Appropriate Office for opposition proceedings (Rule 4 , 
Patent Rules 1972 ) Patent Office , Calcutta , 


11 Claims 


An apparatus for forming a plurality of glass fberg 
comprising ; 

forming means for forming a plurality of glass fibers said 
forming means including a bushing; 

BCD counter means responsive to the actual temperature 
of said bushing for generating an output signal which is 
representative of the number of pulses recived from a clock , 

digitally controlled temperature compensating means 
responsive to mid actual temperature signal for generating 
a composite feedback signal indicating that the actual 
temperature of said bushing is decresing over a period of 
time; and 

means for responsive to said bomposite feedback signal 
for increasing the temperature of said bushing over said 
period of time. 
Compl. Specn . 24 pages . 

Drgs. 2 sheets . 


Compl. Specn . 56 pages. 


Drgs , 7 sheets . 


Ind . Cl. : 146 C 

171078 
Int: čl. ; GOIL 1 /00 GOIL 1 / 12 

" APPARATUS FOR ASCERTAINING INTERNAL 
STRESSES IN HARDENED REGIONS OF COMPO 
NENTS 

Applicant : SIEMENS AKTIENGESELLSCHAFT. OF 
WITTELSBACHERPLATZ 2 , D -8000, MUNCHEN 2 , 
WEST GERMANY . 

Inventorg : ( 1 ) ERWIN STUEOKER , ( 2 ) DIETMAR 
KOCH , ( 3 ) GERHARD HOFER , (4 ) UENAL GUENES . 

Application No . 279 /Cal /88 filed on 5th April, 1988 . 


Ind , Cl. : 65 B 2 

171080 
Int. CI " ; H01F 3 / 14 
" BUTT-LAPSTEP -CORE JOINT” 

Applicant :ASEA BROWN BOVERI, INC ., OF 2975 
WESTCHESTER AVENUE , PURCHASE , NEW YORK 
10.577 , UNITED STATES OF AMERICA , 
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Inventors : ( 1 ) FRANK HENRY GRIMES. 

( 2 ) EUGENIUS SHEPPARD HAMMACK . 


- - - 


Application No . 730 / Cnl / 88 filed on 31st August , 1988, 


27 


- 


- - - 


- 


( Rule 


4 , 


Appropriate Ollice fur opposition proceedings 
Patent Rules, 1972 ) Patent Office, Calcutta . 


AV 


AYN 


10 Claims 


An improved transformer core having a butt- lap -step 
transformer core joint, said transformer core comprising : 


ON 


- 


a plurality of laminations cut from a continuous spiral 
of material, vaid plurality of lanıinatione divided into a 
plurality of groups of laininations; 


- 
- - 


- 
- 


- 
- - - 


- - - - 


- - - 


- 


- 


- 


- 


- - 


- 


- v - - - 


- - 


- 


- 


- - - - 


. - - 


. - 


- - - - 


laminations within cach group being cul lo form 
joint with other lanations of said group ; 


a butt 


vanuisufrolt 


. - - 


- 


- - 


- 


- . . . 


- 


- 


- 


- 


- - 


tote 


- - 
- - - 


- 
- 


- - 


- - - - - 


- 


LL 


each group of laminations being offset laterally from its 
abjacent group of laminations to form a lap Joint with said 
adjacent group, the end lamination of each group being of 
a different length than the majority of laminations within 
said group and forming the end lamination of the next 
abjacent group ; 


1 


a preselected number of said groups of laminations com 
prising a set of groups wherein the lamination interco 
nnecting two sets of groups is of a substantially different 
length than the balance of the laminations within gaid 
groups and defino a step . 


. 


3 


Compl. Speca . 11 pages. 


Drys. 3 sheets . 


A 


LALTIA 


4 


- 


7 


- 


- 


- - - 


- 


- - - - 


- - - - 


Icirvino 


Ind . CI. : 32 A1. 

171081 
Int: Cl. : C09B 31 : 00 . 

" PRCOESS FOR THE PREPARATION OF A DISAZO 
COMPOUND " . 


- - - - 


- 


- - - 


i 


- 


- - 


i 


- 


- 


i 


- 

- 
KAKO 

- - - 


- - 


- 





- - - 


- - - 


- 


Applicant : HOECHST AKTIENGESLLSCHAFT , D -6230 
FRANKFURT AM MAIN 80, FEDERAL REPUBLIC OF 
GERMANY . 


1 


IN- 


NASI 


I 


niano 


11 


Inventors : ( 1 ) REINHARD HAHNLE ( 2 ) HARTMUT 
SPRINGER ( 3 ) WERNER HUBERT RUSS. 

Application No. 954 /Cal / 88 filed on 16th November , 
1988 . 

Appropriate Ollice for oppositions Proceedings ( Rule 4, 
Patent Rules 1972 ) Patent Office , Calcutta . 


1 


1 


ASWN 


- - 


- 


1 


-- - 


- - - 


- - 


- 
- - - 


- - - - 

- 


- 


- 


- 


- 


- 


- 


- 


wNV 


7 Claims 
A process for the preparation of a disszo compound con 
forming to the general formula ( 1 ) of the accompanying 
drawings in which : 


- 


- 


- 


- - - - - 


- - 


- 


- - 


- - - 


UNAN 


HON 


OM 


Ge - - - - - 


- - - 
- - - 


- - 


- 


- 


- - - - - - - 


D -- NON - 


- - 


- 


- 


Y 


NON - D ? 


- -- - - TTT 
- - 


- 


-- 


- - - - - 


Mozs som 

FORMULA (0) 
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M 


is a hydrogen atom or an alkali melal or is the oqui 
valent of an alkaline earth metal , preferably a 
hydrogen atom or an alkili metal; 
is al relicaal of the general formula (2 ) in which 


Ꭰ ! 


. 


Ind . Cl. : 133A , 134B . 

171082 
Int. Cl. : B60L 15 / 20 . 

" ELECTRIC VEHICLE DRIVE SYSTEM ” . 

Applicant , HITACHI LTD ., OF 6 KANDA SURUGA 
DAI 4 -CHOME , CHIYODAKU , TOKYO , JAPAN . 

Inventors : ( 1 ) YOSHIHISA ISHIKAWA (2 ) HAYATO 
IMAI ( 3 ) IKUO OISHI, 

Application No. 1003/ Cal / 88 filed on 5th December, 
1988. 

Appropriate Office for Oppositions Proceedings (Rule 4 , 
Patent Ruleg 1972 ) Patent Office , Calcutta . 


FORMULA ( 2 ) 


R1 


is a hydrogen , chlorine or bromine atom or is a qulfo 
group . an alkal group of 1 to 4 carbon atoms 
or is an alkoxy group of 1 10 4 carbon atoms, 
is a hydrogen , chlorine or bromine atom or is a sulfo 
group , an alkyl group of 1 to 4 carbon atoms or is 
an alkoxy group of 1 to 4 carbon atoms and 
is a group of the general formula X -SO - in which 

X denotes the vinyl group or a B -sulfatoethyl group , 
Or 
is a hydrogen atom or a sulfo group or a group of 
the general formula ( 3 ) in which X has one of the 
above meanings; 


3 Claims 
An electric vehicle drive system comprising a transformer 
receiving an A .c . voltage from an aerial wire connected 
to an a . c . power source, rectifier unit converting an a . c . 
output of said transformer to generate a d . c , output, a d , c . 
motor driven by the d . c . output of said rectifier unit, sald 
d . c. motor having a scries field winding, and a per 
manent shunt unit including a series connection of a resistor 
and an inductor and said permanent shunt unit connected 
in parallel with said serleg field winding of said d . c . motor . 


Z 


z 


ir 


RECTIFIER 


- NO 
FORMULA (3 ) 


HM 


Compl. Specn . 14 Pages. 


Drgs. 5 Sheets 


is a radical of the general formula (4 ) in which M 
and X bave one of the abovementioned meanings and 
the amino group -NH - is bound to tho benzono 
ring in the para -position with respect to the sulfo 
group -SOM or in the para -position with respect 
to the free hond ; the formula members Di and D * 
and also the formula members Ri and R * and also 
the two X can cach have meaninge identical to ono 
another or different from one another , which com 
prises coupling a monoazo compound of the general 
formula ( 5 ) in which Di and M have the above 
mentioned meanings , with a diazonium salt of an 
aromutic amine of the general formula D --NH2, 
where D has the abovementioned meaning, at a PH 
botween 4 and 7 . 5 . 


LNH7so. * 


Ind . C1, : 32Fza . 

171083 
Int. CI : C07C 141/ 82 , 143 / 11. 

“ PROCESS FOR THE PREPARATION OF SULFATED 
ALKANOL OXETHYLATE OR ALKYLPHENOL OXE . 
THYLATES HAVING A LOWERED CONTENT OF 1 , 
4 - DIOXANE" . 

Applicant : HOECHST AKTIENGESELLSCHAFT, D 
6230 FRANKFURT AM MAIN 80, FEDERAL REPUBLIC 
OF GERMANY. 

Inventors : ( 1 ) RUDOLF AIGNER ( 2 ) GUNTHER 
MULLER (3 ) RAINER MULLER ( 4 ) HORST REUNER . 

Application No. 47 / Cal. 89 filed on 17th January, 1989 . 

Appropriate Office for Oppositions Proceedings ( Rulo 4, 
Patent Rules 1972 ) Patent Office , Calcutta . 


No, 


FORMULA (4 ) 


D - NEN 

- mazs som 
.. . FORMULA ( 5 ) 


10 Claims 
A process for the preparation of sulfated alkanol ox 
cthylates or alkylphenol oxethylates having substantially 
lower 1, 4 - dioxane content, in which at least one liquid 
alkanoloxethylate or alkylphenol oxethylate is brought 
into contact, with cooling, with a gas mixture which con 
tains in addition to at least one inert gas, 1 to 8 % by 
volumo, relative to the gas mixture, of gaseous SO in the 
ratio of 0 .9 to 1 mol of 50 , per mol of QH groups 
in the alkanol oxethylate or alkylphenol oxethylate , after 


Compl. Spocn .- 16 Pages. . 


Drgs. Nil 
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Applicant : HOECHST AKTIENGESELLSCHAFT, OF 
D -6230 FRANKFURT AM MAIN 80 , FEDERAL REPUB 
LIC OF GERMANY . 


completion of the reaction the liquid reaction mixture and 
the gas are separated from one another and the liquid 
reaction mixture is neutralized using aqueous alkali metal 
hydroxide magnesium hydroxide , ummonium hydroxide or , 
substituted ammonium hydroxide, which comprises admix 
ing 0 . 1 to 5 % by weight, relative to the alkanol oxethylate 
or alkylphenol oxcthylate employed , of at least one of 
the following compounds : water, ethanol, 1- propanol, 2 
propanol or a -hoptane to the reaction mixture after comple: 
tion of the reaction with $ 0g, but before the separation 
of liquid reaction mixture and gas , and the temperature 
during the separation of liquid and gas being 20 to 60°C . 
Compl. Specn , 19 Pages , 

Drian Ni. 


Inventors : ( 1 ) HARMUT SPRINGER ( 2 ) MICHAEL 
KUNZE , ( 3 ) MARCOS SEGAL , ( 4 ) WERNER HER 
BERT, 


Application No. 318 / Cal / 89 filed on April 25, 1989 , 


(Divided out of No. 701 / Cal / 86 antidated to 22-09 -1986 ) . 


Appropriate Office for Oppositions Proceedings (Rulo 4 , 
Patent Rules 1972 ) Patent Office , Calcutta . 


6 Claims 


Cl. : 32 A 1. 

171084 
Int. Cl. : 09 B 29 / 00 . 

" APPARATUS FOR THE PREPARATION OF WATER 
SOLUBLE AZO COMPOUNDS" , 


A process for preparing a water-goluble azo compound 
conforming to the formula ( 1 ) : 


R ? -- D - NEN 


Z 


N 


Y -so2 


Mogs 


( 903M ) Hai 


FORMULA (1) 


in which Hal in a fluoring atom or a chlorine atom , 


is a benzene ring or a napthaleno ring : 


Or R is the amino group , an amino group which is 
monosubstituted of disubstituted by alkyl of 1 to 4 
carbon atoms and / or substitutod or unsubstituted 
aryl, or a group of the general formula ( 2b ) 


is a hydrogen atom , an alkyl group of 1 to 4 carbon 
atoms, an alkoxy group of 1 to 4 carbon atoms, 
a sulfo group or a carboxy group ; 


-- 


-- 


is a hydrogen atom , an alkyl group of 1 to 4 carbon 
atoms, an alkoxy group of 1 to 4 carbon atoms, 
a sulfo group, a carboxy group , an Ary ! radical 
which can be substituted , & hydroxy group , a 
nitro group or a halogen atom , such as a chlorine or 
brominę atom ; 


Formula ( 2b ) 


in which 


R 


1 


to 


4 


is a bydrogen atom or an alkyl group of 
carbon atoms which can be substituted ; 


is a hydrogen atom , a substituted or unsubstituted 
aliphatic radical or a substituted or unsubstituted 
cycloaliphatic radical and 


is an alkyl group of 1 to 4 carbon atoms, which can 
be substituted , or an alkoxy group of 1 to 4 carbon 
atoms, which can be substituted , or an aryl radical 
which can be substituted , 
Or 


denotes a hydrogen atom , a substituted or unsubstitua 
ed aliphatic radical, substituted or unsubstituted 
aryl radical, the cyano group, a group of the general 
formula (21 ) 


R1 and R8 togelhor with the nitrogen atom and an alkylene 

group of 4 to 7 carbon atoms or with 1, 2 or 3 
alkylene group ( s ) of 1 to 5 carbon atoms and 1 or 
2 further hetero groups , such as NH or nitrogen , 
oxygen or sulfur atoms, form a S -to 8 - membered 
saturated heterocyclic ring , such 49 in particular, 
a morpholine, piperidine or piperazide ring ; 


FORMULA (22 ) 


is a bydrogen atom or an alkali metal, such as 
sodium potassium or lithium , or ano equivalent of 
un alkaline earth metal, such as of calcium , but 
preferably a hydrogen atom or un alkali metal ; 


in which 
Z stands for an oxygen atom , a sulfur atom or the imido 

oup NH. 


stands for the number 0 or 1 (where in the case of 
n = 0 this group denotes a hydogen atom ) ; 
stands for the aumber 0 , 1 or 2 (whore to the case of 
P = 0 this group debotes a hydrogen atom ) ; 
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Y is a B -thiosulfatocthyl, - phosphatoethyl, B -chloro 

( b ) more than 10 % and up to 98 % by wcight of at 
cthyl or the vinyl group or 

Jeast one polynier ( B ) containing at least 85 mol % 

of units derived from at least one o -olofin 
A B -sulfatoethyl group ; 

containing from 3 to 12 carbon atoms and not more 
Which comprises reacting a dihalogenotriazinylamino 

than 15 mol % of units derived from ethylene , 
naphtholsulfonic acid - azo compound of the general 
formula ( 13 ) in which D , M , R , R8, n and Hal 

characterised in that the measured limiting viscosity 
have the above -mentioned meanings and Y is defined 

of the polymer ( A ) is between 1 . 3 and 100 times 
as obove or represents the B -hydroxyethyl group, 

its limiting viscosity calculated from the mole 

cular mass distribution , 
with an aromatic amino compound of the general 

comprising bringing a 

polymer of ethylene and , if desired , of at least 
formula ( 4 ) in which M , P , R7 and R8 have the 
meanings mentioned above, at 

one a - olefin containing from 3 to 12 carbon atoms 

a temperature of 
between 0 and 90°C and at a pH value of between 

into contact with on the one hand , at least one free 
1 . 5 and 7 and reacting the compound obtained in 

radical initiator, in a quantity of between 0 . 001 
which Y is a B -hydroxyethyl group , with sulfating 

and 0 . 3 parts by weight of initiator per 100 parts 
agent at a temperature of between 0 and 20°C . 

by weight of the said polymer at temperature 

above the melting temperature of the said poly 
Compl. Specn . 29 Pages, 

Drg. 1 Sheet . 

mer for a period greater than or equal to one 

tenth of the half-life of the initiator at the 
Cl. : 8 .1. 

171089 

temperature in question , to obtain a modified 

polymer and, on the other hand , at least one 
Int. Cl. : A 23 K 1 / 00 . 

polymer ( B ). 
" PROCESS FOR PREPARING AN AGGLOMERATED 

Compl. Specn . 20 Pages. 
CELLULOSE COMPOSITE " . 

Drg . Nil. 
Applicant : NABISCO BRANDS , INC . OF 200 DE 
FOREST AVENUE, EAST HANOVER , NEW JERSEY , Cl. : 34 c . 

171087 
UNITED STATES OF AMERICA . 

Inventors : ( 1 ) RICHARD L . ANTRIM , (2 ) DONALD Int. C1. : D 01 F 6 / 00 . 
W . HARRIS . 

" A PROCESS FOR PRODUCING HIGH MODULUS 
Application No. 373 / Cal / 89 filed on May 13 , 1989 , POLY - P -PHENYLENE TEREPHTHALIMIDE FIBRE " 
Appropriate Office for Oppositions Proceedings (Rule 4 , 

Applicant : Ę . 1. DU PONT DE NEMOURS AND 
Patent Rules 1972 ) Patent Office , Calcutta . 

COMPANY , OF WITMINGTON DELAWARE , UNITED 
8 Claims 

STATES OF AMERICA , 
A procesy for preparing an agglomerated cellulose com 

Inventors : ( 1 ) TERRY SONG -HSING CHERN , 
posite having improved absorbing or binding capacity for 

( 2 ) STEPHAN CLAUDE E LA VEAUX , 
charged macromolecules of a granular, hydrophobic , poly 
moric , agglomerated , celluloscic virginal composito having 

( 3 ) JACOB LAHUANI, 
ion exchange properties , the process comprises agglomerat 

( 4 ) JAMES EDMOND VAN TRUMP. 
ing cellulose composite with a hydrophobic polymer to form 
a granular composite and treating said granular com 

Application No. 413 Cal / 87, filed on May 25, 1987 . 
posite with a aqueous medium selected from the group 
consisting of tap wator, deionized water and a dilute salt 
solution, at a temperature of from 600C to 1000C , and for 

Appropriate Office for Oppositions Proceedings ( Rule 4 , 
a period of time of one-half hour to 4 hours , so as to 

Patent Rule 1972 ) Patent Once Calcutta . 
thereby cause an increase in absorbtion capacity of the 
composite of at least 30 % for said macromolecules. 

8 Claims 
Compl. Specn. 22 Pages, 

Drg . Nil. 

A process for manufacturing a heat-treated fibre of poly 
Ind . Cl. : 152 E . 

171086 

P - phenylene terophthalamido having a modulus greater than 

1100 grams per denier and tenacity of greater than 18 
Int. Cl. Co8L 23 / 00 . 

grams per deniçr, and a crystallinity Index of at least 70 % , 

The polymer of said 
" PROCESS FOR PRODUCING IMPROVED THERMO 

fibre having a inherent viscosity of at 
PRASTIC COMPOSITION " . 

least 5 .4 , comprising the stops of : 
Applicant : NORSOLAR , A FRENCH COMPANY, OF 

heat treating a wet fibre of poly -p - phenylene terophthala 

mide having absorbed therein 20 to 100 % of water based on 
TOUR AURORE , PLACE DES REFLETS CEDEX 05, F 

the weight of dry Abre and having an acidity of less than 
92080 PARIS LA DEFENSE 2 , FRANCE . 

60 and a bagicity of less than 10 , in a houted atmosphero : 
Inventors : ( 1 ) AUDUREAU JOEL, (2 ) CRENNA VIN 

at 500 to 660 degrees centigrute 
CENT. 

for 0 .25 to 12 seconds, 
Application No. 163/ Cal / 91 filed on 21st February , 
1991. 

wherein the fibre , during the heat- treatment is subiected 

to a tension of 1. 3 to 4 gramg per denier to get the desired 
(Divided out of No. 375 / Cal /88 Ante dated to 6th May, 

fibre . 
1988 ) . 
Appropriate Office for Oppositions Proceedings (Rule 4 , 

Compl. Specnu. 38 Pages. 

Drgs. 1 Sheets 
Patent Rules 1972 ) Patent Office , Calcutta , 

171088 
Cl. : 35 G . 
7 Claims 
Proce is for producing a thermoplastic composition con Int. Cl. ; B 32 B 18 /00, C 04B 35 00 , 38 / 00 , 
taining : 

C 22 C 29 / 00 . 
( a ) less than 90 % and at least 2 % by weight of at 
least one polymer ( A ) of cthylene and , if desired , 

" A METHOD FOR MAKING A SELF SUPPORTING 
or ut lcust one Q - olefin containing from 3 to 12 

CERAMIC ARTICLE " 
carbon atoms, the said polymer containing at least Applioant : LANXIDE TECHNOLOGY COMPANY . 
70 mol % of upits derived from ethylepe, and 

LP , OF TRALEE INDUSTRIAL PARK NEWARK , DALA 
2 - 157 GI/ 92 

WARE - 19711 U . S . A , 
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Inventor : ( 1 ) RATNESH KUMAR DWIVEDI. 

Applicant : SIEMENTS AKTIENGESELLSCHAFT, OF 
Application No. 527 Cal , 87 filed on July 9, 1987 . 

Wittelsbacherplatz 2 , D - 8000 Munchen 2 , West Germany , 
Appropriate Office for Oppositions Proceedings ( Rule 1, Inventors : ( 1 ) KONARD GOEBEI. 
Patent Rule 1972 ) Palcnt Office Calcutta. 

12 ) RAINER MULLAR 
26 Claims 

( 3 ) ULBRICH SCHIFFERS 
A method for making a self- supporting ceramic compo 

Application No. 244 , Cal 88 filed on March 23, 1988. 
site article having a roious core bearing a dense surface 
layer formed integrally with suid core , comprising the steps 

( Patent Addition No. 322 / Cal, 84, Jated May 10 , 1984 ) , 
of : 

Appropriate Office for Oppositions Proceedings (Rule 4 , 
( A ) preparing a proform comprising a Iller material Patent Rule 1972 ) Patent Once Calcutta . 

und parent metal distributed through said filler 
material and wherein the volume percent of patent 
metal, preferably comprising at least about 5 % is 

11 Claims 
sufficient to form a volume of oxidation reaction 

Medium load power station (44 ) with un integrated coal 
product oxceeding the total spatial volumo, as des 

gasification plant (45 / 2 ) with A gas turbinc power station 
cribed herçin and preferably comprising at least 

section ( 48 / 6 ) connected to the coal gasification plant (45 / 
about 5 % available within said preform ; 

2 ) with a steam power station section ( 48 / 7 ) connected to 
( B ) melting said parent metal in the presence of an the ciude gas heat exchanger plant ( 46 / 3 ) of the coal 

oxidant and reacting the Icsultant molten parent gasification plant, with methanol synthesis plant ( 49, 71 , 
metal on contact therewith to form an ovidation 9 ) consisting of several modules connected in parallel to 
reaction product ; 

one another , and with a pure gas distribution system 50 / 
( C ) inducing transport of said molten perent metal 

5Y linking the methanol gynthesis plant (49 9 ) with the gas 
through said oxidation reaction product towards 

turbine power station section (61 ) or combined 39 turbine 
said oxidant to continue forming oxidation reaction 

and steam power station ( 48 ) which distribution system 
product within said preform thereby substantially 

comprises a pure gas-through flow intermediute storage plant 
filling said available spatial volume, ind concur 

and is connected downstream on the gas -side of the crude 
rontly forming voids, as described herein , substan 

gas heat exchanger plant ( 46 / 3 ) , characterized in that there 
tially throughout said preform which at least par 

is provided with the methanol synthesis plant ( 49, 71 / 9 ) ; 
tially inversely replicate the geometry of said purent 

( i ) a so - called " cooler -suturator- circulation system (63, 
metal. 

73 ) consisting of saturator (04 ) , a converting plant 
( D ) continuing said reaction to further transport molten 

65 ) a heat exchanger ( 66 ) , a cooled (67 ) and 
parent metal through salt oxidation caction pro 

downstream gas purification plant ( 68 ) , in which 
duct towards said ovidant and to at least one sur 

system saturator hot water is fed from a heat ex 
face of said preform to form oxidation reaction 

changer ( 39 ) of the cride gas heat exchanger plant 
proxluct on said surface substantially fice of voids 

( 46 ) and which water vaporized in it until satura 
thereby forming a relatively dense surface layer, and 

tion of the gas ; 
( E ) recovery and ceramic composite article , 

( ii ) a water clectrolysis plant ( 4 ) , the hydrogen line 
Compl. Specn . 47 Pages. 

Drgs. 3 Shcets . 

(42 ) of which is linked to the merllanol synthesis 

plant, the oxygen line (41 ) of which is conncted to 
CL. : 190 A 

171089 

the coal gasifier ( 10 ) and which by way of the 

· gcncrators ( 24 , 32 ) can be supplied with essentially 
Int. Çl. : H 02 n 7 / 00 . 

the amount of electric cncrgy , which corresponds to 
" POWER STATION INCLUDING AN INTEGRATED 

the difference between nominal output ind momen 
COAL GASIFICATION PLANT" 

tary loail. 
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171090 


Int. Cl. : G01 F 23 / 26 . 
“ A SYSTEM FOR INDICATING LEVEL OF MATE 

RIAL IN A , VESSEL " 


Applicant : INDICATOR COMPANY, INC . OF 1915 
DOVE STREET, PORT HARON , MICHHIGAN 48060, 
U . S . A , 


such that operating characteristics of said circuit means 
vary as a function capacitance at said probe ; calibration 
meants ( 34 , 50 ) including means ( 40 ) for initiating a cali 
bration operation , means coupled to said circuit means for 
automatically varying operating characteristics of said circuit 
means during & said calibration operation , and moang ros 
ponsive to said circuit ineans during said calibration opera 
tion for detecting a predetermined operating characteristics at 
said circuit means, corresponding to a predetermined material 
level condition at said vessel, and forterminaling said cali 
bration operation when said predetermined operating charac 
teristic is obtained ; meany ( 36 , 38 ) responsive to variations 
in operating characteristics of said circuit means, including 
said prohe means , from said prcdetermined operating charac 
teristic for indicating level of material in said vessel; and a 
closed housing ( 94 or 128 ) cnclosing said circuit mcang, said 
calibration means and said variations -responsive means; 


Inventurs : ( 1) NORMAN FRANCIS MARSH 

( 2 ) JOHN RUSSELL SCHUTT 
( 3 ) BRUCE WILLIAM COMPBELL 


Arplication No . 609 , Cal / 88 filed on July 21, 1988 . 


Appropriate Office for Oppositions Proceedings ( Rulc 4 , 
Patent Rulç 1972 ) Patent Office Calcutta . 


10 Claims 


A system (11) for indicating level of material ( 28 ) in a 
Veusel (22 ) as a function of material capacitance comprising 
probe mcans ( 20 ) adapled to be coupled to a vessel so as to 
be responsive to variations in capacitance at the vessel as 
a function of material level circuit means ( 14 , 32 ) coupled 
to said probe means . , . . 


characterized in that said initiation means comprises switch 
moans ( 52 or 120 ) , responsive to optical or magnetic flux , 
positioned within said housing and coupled to said automa 
tically - varying means ( 82 or 124 ) for selectively directing 
said flux energy onto said flux-responsive switch means for 
externally of said closed housing through a wall of said 
housing so as to selectively vary conductive condition at said 
flux -responsive switch means without opening said closed 
housing. 
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171091 

8 Claims 
Int. C1. H 01 F 3 / 00 . 

A method of making a repairable transformer having an 

annealed would amorphous metal core with a core joint in 
REPAIRABLE TRANSFORMER HAVING AMORPHOUS 
METAL CORE . 

a cut leg characterized by covering uncut legs of said coro 

with it substrale impregnated with a curable adhesive , while 
Applicant : ASEA BROWN BOVERI, INC . OF 2975 

leuving said cut leg and both adjoining radij uncovered ; 
WESTCHESTER AVENUE , PURCHASE , NEW YORK 

Juring suid udhesive, whereby suid adhesive bonds 10 siad 
10577, UNITED STATES OF AMERICA . 

core ; opening uicl core joint; placing at least one coil over 
Inventor : TERRENCE EARL CHENOWETIH . 

at leust one leu that adjuins said cut leg; closing said core 

joint and covering the cdges of said cut leg and both adjoin 
Application No. 641/ Cal / 88 filed on August 1, 1988 . 

ing radii with a porous substilule without bonding said 
Appropriate Officc for Oppositions Proceedings ( Rule 4 , 

porous substrate to the edges of said cut leg or to the edges 
Patent Rules, 1972 ) Patent Office Calcutta . 

of radii that adjoin said cut leg . 
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171092 material, said annular scaling member having elastomer legs 

that ledythen and contract in response to pressurization and 
Int. Cl. : F 16K 25. 00 . 

a self-cleaning elastomer scaling portion of sufficient thickness 
BUTTERFLY VALVES. 

that moves radially inward and outward as a unit in response 

to pressurization of said inflatable sealing member , said 
Applicant : DYNAMIC AIR INC . OF 1125 WOLTERS elastomer sealing portion locally deformablo to form a seal 
BOULEVARD , ST. PAUL , MINNESOTA 55110 USA . 

around a rotatablo butterfly disk , said annular inflatable 

sealing member including annular means to hold said annular 
Inventors : ( 1 ) JAMES R . STEELE , ( 2 ) JERRY W . inflatable sealing member in position on said housing to 
SCHERFENBERG . 

form a fluid chamber between said housing and said annular 

inflatublo scaling member; 
Applicatoin No. 735 / Cal / 88 filed on Scplember 1 , 1988 . 

a rotatable butteilly disk mounted on a shaft cxtending 
Appropriate offico for opposition Proceedings ( Rule 4 , 

through said annular sealing member, said butterfly disk 
Patent Rules , 1972 ) Patent Office Calcutta . 

having an exterior edge which , when in the closed condition 
14 Claims 

and when the annular scaling member is in the uninflated 

condition , has a clearance thercbetween ; und 
A butterfly vulve for opening and closing an opening in a 
conduit comprising : 

means in said butterfly valve to prevent fluid from escap 
housing; 

ing around said shaft, so that when fluid is introduced into 

the chamber to inflate the annular sealing member , it expands 
an anrılar inflatablç scaling member localed in said hous. the inflatable sealing member to form a sealing and locking 
ing, said annular sealing member made from an elastomer engagement with said butterfly disk . 
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Dres . 5 sheets. 


Appropriate office for opposition Proceedings (Rule 4 , 
Patent Rules , 1972 ) Patent Office Calcutta . 


Cl. ; 187 E 4 

171093 
Int. Cl.+ : H 04 L 13 / 10 . 

DISTRIBUTOR DEVICE FOR TELECOMMUNICA 
TION SYSTEMS. 

Applicant : SIEMENS AKTIENGESELLSCHAFT. OF 
WITTELSBACHERPLATZ 2 , D - 8000 , MUNCHEN 2 , WEST 
GERMANY 

Inventor : HANS SCHOLTHOLT. 
Application No. 897 / Cal / 88 filed on October 28 , 1988. 


7 Claims 
Distribution device for telecommunications systems com 
prising a protective plug ( 5 ) for a contact component which 
is provided with connection clement ( 2 ) for incoming and 
outgoing cloctric lines of the telecommunications system and 
is held at least one cathed support part ( 9 ) , the protective 
plug (5 ) being provided with plug incontacts (4 ) for corres 
ponding counter contacts ( 3 ) which are colinected to the 
connection elements (2 ), of the contact component ( 1) and 


- 


- 


- 
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an earthing contact ( 8 ) via which it can be connected to (13, 14 ) which can be braced against one another and one 
earth , characterized in that said carthing contact ( 8 ) 19 cons of which rests fatly over a large area and the other one of 
tructed as spring contact maintained in direct contact with which rests in the form of a point or of a line against said 
an carth support part ( 9 ) are formed of two spring legs counter contact. 
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Compl. Specn . 13 pages, 


Digg. I sheet. 
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171094 


Int. CI. : F 28 C , 3 / 08 . 


AN IMPROVED ROOM COOLING DEVICE. 


4 


Applicant & Inventor : MOHAMMAD TAGHI NADERI. 
ON ISABELLALAND 896 , 2591 ST THE HAGUE , 
NETHERLANDS . 


Application No. 1063 / Cal/ 88 filed on December 26 , 1988 . 


10 


Appropriate olice for opposition Proceedings ( Rule 4 , 
Patent Rules, 1972 ) Patent Office Calcutta . 


12 


25 


4 Claims 


It 


mamma 30 


An improved room cooling device which comprises a heat 
exchanger containing a plurality of generally vartically dis 
posed canais, said canals consisting of suction canals for 
flow of fresh useful outdoor air and exhaust canals for flow 
of precooled indoor air , an outlet opening in both said suc 
tion canal and said exhaust canal, cach of said exhaust canals 
having an open top end a closca bottom end , and each of 
said suction canals having a closed top end an open bottom 
ond, Ircah outloor air being conducted through said suction 
canals for indirect heat cxchange with said precooled indoor 
air passing through said exhaust canals; a reverse canal for 
passage of precooled indoor air, said reverse canal having a 
distal open end for introduction of precooled indoor air and 
a proximal and disposed over top of said exhaust canals 
wherein the precoolecl indoor air is diverted from said reverso 
canul into said exhaust canal, said canals being provided with 
aluminium laces; and a cooler disposed below said reverse 
canal 3nd fixed to said lieat exchanger such that said fresh 
outdoor air fater exchange with said precooled indoor air 
onless suid , cooler wherein sald fresh outdoor air ją cooled 
hefore discharge out of suid cooler. 


UU 


24 


Compl. Specn 15 pages. 


Drge, 3 phecta. 
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CI. ; 40 B 

171095 between said electric contact means of said at least two 

metallic components ; 
Int. CI. : B 01 J 38 / 00 . 

the method comprising the following sequence of steps; 
METHOD OF REGENERATING CATALYST FOR 
CATALYTIC DEHYDRATION REACTION OF ETHANOL 

( 31 ) providing a continuous track of the metal of suid 
TO PRODUCE ETHYLENE . 

metallic terminal components, 
Applicant : JGC CORPORATION . OF 2- 1, OHTEMACHI 
2 - CHOME, CHIYODA -KU , TOKYO , JAPAN . 

( b ) machining said continuous track so as to form gaid 

metallic terminal components and a carrier strip, said metal 
Inventors : ( 1 ) TSUTOMU TOIDA, (2 ) TAKAO TAKI 
NAMI, ( 3 ) KOUJI TAMURA . 

terminal components being integrally connected to sald 
Application No. 93 / Cal/ 89 filed on January 30 , 1989, 

chirier strip through said outer terminal ends . 
Appropriate office for Opposition Proceedings ( Rule 4 , 
Patent Rules, 1972 ) Patent Office Calcutta. 

( c ) casting a base housing component of said electrically 
insulating material around said metallic terminal compo 

nenta , said base housing component defining outer side walls 
4 Claims 

constituting at least part of said outer side walls of said 

housing through which outer side walls of sald base housing 
A method of regenerating catalyst for catalytic dehydration component said outer terminals extend , sald base housing 
reaction of ethanol to produce ethylone, characterized in that component comprising at least one tag prouding outwards 
the catalyst deactivated due to use is contacted with an inert froin an outer side wall of said base housing component und 
gas or steam at a temperature of 300 -600°C to remove al being cast to said carrier strip for establishing mechanical 
least a portion of the undentified substance deposited on the connection between said base housing component and said 
catalyst, and then , with an oxygen -containing gas at a tein carrier strip , said base housing component further having 
peraturo of 300 -600°C to remove tho remaining unidentified recess in which said electric contact means are exposed , 
substance by burning to obtain the regenerated catalyst . 
Compl. Specn . 26 pages. 

Drgs. 3 sheets ( d ) positioning said switching element in said recess of 

said base housing component so as to be switchable bot 
wcen suid first and second states , 


Cl. : 69 L 


171096 


( e ) providing a top housing component having an aper 
ture, 


Int . Cl. : H 01 H 13 / 00 . 
METHOD OF PRODUCING A KEYBOARD SWITCH . 


( f ) providing a stem means . 


Applicant : MEC A / S . OF INDUSTRIPARKEN 23-25, 
DK - 2750 BALLERUP, DENMARK . 


Inventors : ( 1 ) GERT BRANDT, ( 2 ) SREN RAYNKIL 
DEHANSEN 


( g ) positioning said stem means in said aperture of sald 
top housing component and arranging said top housing com 
ponent relative to said base housing component together 
constituting said housing, said stem mcans being arranged 
relative to gaid switching element so as to switch said switch 
ing element between said first and gaid second states by 
actuation , 


Application No. 110 / Cal / 89 filed on February 7, 1989 . 

Appropriate office for Opposition Proceedings (Rule 4 , 
Patent Rules, 1972 ) Patent Office Calcutla . 


(h ) separating said metallic terminal components from 
said carrier strip by separating said outer terminals from 
said carrier strip at said outer terminal ends, 


12 Claims 
A method of producing a keyboard switch , said keyboard 
switch comprising : 

a housing of an electrically insulating material having 
outer side walls , 

a switching element enclosed in said housing, and at least 
two metallic terminal components, cach including ; an outer 
terminal extending outwards from an outer side wall of said 
housing and defining an outer terminal end, and an electric 
contact means being enclosed in suid housnig and inteyrally 
connected to said outer terminal at an end thercof opposite to 
said outer terminul end ; said switching element being switch 
uble between a first state in which maid switching clement is 
out of electrically conductive contact with at lcast one of 
said electric contact means of said at least two metallic 
terminal components, and a second stato in which said switch 
ing element is establishing electrically conductive contact 


( i) testing said keyboard switch produced in steps ( a ) - - 
( h ) in a test stand , while said base housing component is 
mechanically connected to said carrier strip through said 
tag, by actuating said stem means in order to test if said 
switching element is switchable between said first and 
second states, and by determining whether said at least two 
metallic terminal components are electrically insulated re 
lative to one another or not insulated rolative to one an 
other when said switching element is in said first state and 
further determining whether said at least two metallic ter 
ininal components are in clectrically conductive connection 
with one another or not when said switch clement is in said 
second state, and 


lj ) provided said keyboard switch is identified in step ( i) 
2 % a properly working component, separating said tag from 
said base housing component, 
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Drya . 2 wheels 


- flat screen clamped in a rigid frani, to which the 

pattern to be printed is applied , while the printing side 
of the screen is positioned a slight distance away from 
and parallel to the surface of the object to be printed , 


C 154 

171097 
in CI. B 41 F 15 / 00 , 

9 41 J 3 / 22 . 
SCREEN PRINTING DEVICE FOR CYLINDICAL 
OBJECTS . 

Anplicant : HOLEC SYSTEMEN EN COMPONENTUN 
E . , OF TUINDORPSTRAAT 61, HENGITI ). THE NE 1 
HERLANDS , 

Inventors : HENDRIK EDUARD TRELING 
Application No . 400 /Cal/ 89 filed on 2402 Nav . 1989. 

Appropriato office for opposition picceilings ( Kule 1. 
Potent Rules 1972 ) Patent Once Calculia , 

9 Claims 
Sview Printing device for printing culorical whjects , 
comprising 
- - machine fram , 

holder for clamping the object nail its ends ill such 
a way that it is rotatable about its uxis, mounted on an 

object lable . 
3 - 157 61/ 92 


- a drive unit suitable for a relative cyclical to and trom 
movemenl of the printing side of the screen relativo to 
the object, said drive unit also being equipped so that 
it at least drives the object via the holder rotatably 
about its axis, sail rotation being synchronized with 
the rulative cyclical movement of the screen relative to 
the object, in such a way that the periphery of the 
object rolls relative to the part of the printing gide of 
the screcii on which the pattern is placed . 


- it spreading and printing device ( squcegee ) which can 
be driven relative to the screen in such a way that it 
spreads the printing medium over the pattern on the 
Scicon and presses it into the pores during the opread 
ing ( outward ) stroke ind presses the screen locally onta 
thic object during the printing ( return ) smoko, the 
squeegee being exactly opposite the object at the positioli 
of the pattern at least during the printing stroke. 
Characterized that : 
-- the screen in its frame is fixed on the machine frame. 


888 


THE GAZETTE OF INDIA , JULY 18 , 1992 (ASADHA 27 , 1914 ) 


PART III - SEC . 2 


- -the object table with the cylindrical object to be printed 
clamped in the holder is supported by means of slides 
attached thereto and positioned at right anglos to the 
axis of the object, in such as way that said table cau be 
moved to and fro along guides fixed to the frame, 

parallel to and directly below thc screen , 
--- mcans are provided for the rotary drive of the object 
during its to and fro movement, in such a way that tho 
object rolls rolative to thc printing side of the screen , 


- the squeegee is fixed to a carțiage which is supported ct 

guides fixed to the machine frame so that it moves to 
and fro partallel to and above the screen , coupling 
means being present between the Aqucegee uko wayo 
moves precisely above the object at least Jurins 150 
printing, 


- - and there are means which set the squccgeo to the unted 

height for the spreading stroke and for tho printing 
stroke , all this in such a way that the printing can almo 
be carried out over several revolutions. 


- - - - 
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Drgns. 3 sheets . 


C . 54, 185 C . 

171098 
Iat. Cy . A 23 L 1722, 1/221, 

A 23F 3 / 42, 5 / 48 , 5 / 50 . 
" A METHOD FOR EXTRACTING AROMA AND 
FLAVOUR COMPOUNDS FROM PLANT MATERIALS .” 


( c ) adding an aromatizing or flavouring amount of the 
condensate obtained in step ( a ) above back to the said for 
ther processed plant material, 
Compl . Specn . 24 pages. 

Drgns. 2 sbceis. 


Applicant : UNILEVER PLC . OF UNILEVER HOUSE , 
BLACKFRIARS , LONDON EC4 , ENGLAND . 


Inventors : ( 1) JIMBIN MAI 

( 2 ) STEVEN A . GOBBO 
( 3 ) DENNIS JAY BREITBART 

( 4 ) CRAIG DANIEL FISCHER 
Application No . 238 /Cal/ 1990 filed on March 22, 1990 . 
(Divided out of No. 443 , Cal / 88 antidated to 31-05 - 1988 ). 

Appropriate office for opposition procecdings (Rule 4 , 
Patent Rules 1972 ) Patent Office , Calcutta . 


C ). : 90 K 

171099 
Int. C1.4 : COBB 5 / 225 . 

METHOD AND APPARATUS FOR THE MANUFAC 
TURE OF MOLTEN GLASSY MATERIAL , 

Applicant ; PPG INDUSTRIES, INC ., A CORPORATION 
ORGANISED UNDER THE LAWS OF THE STATE OF 
PENNSYLVANIA , UNITED STATES OF AMERICA , OF 
ONE PPG PLACE , PITTSBURGH 22 , STATE OF PEN 
NSYLVANIA , UNITED STATES OF AMERICA 

Inventors : GERALD ERASMUS KUNKLE WRIGHT 
MONTGOMERY WELTON & RONALD LEE SCHWEN 
NINGER . 

Application for Patent No. 2 /Del /87 filed on 2 January , 
1987. 

Appropriate office for Opposition Proceedings (Rulo 4 , 
Patents Rules , 1972 ) Patent Oflice Branch , New Delhi 
110 005. 


5 Claims 


A method for extracting aroma and flavour compounds 
from a plant material comprising the steps of : 

(a ) stripping aroma and flavour compounds from the plant 
material by the steps of subjecting the plant material to 
microwave radiation in the presence of moisture to release 
therefrom a substantial portion of moisture , stair aroma and 
flavour compounds as a vapour , and collecting the vapour as 
a condensate ; 


11 Claims 
A method for the manufacture of molten glaggy material 
such as linc-soda -silica glass , comprising melting glass batch 
materials to produce a melt of said material , flowing a stream 
of said molten material into a chamber containing a body of 
said molten material with a space comprising a gas abovo 
thc upper surface of said body, said molten material being 
introduced into said chamber at a level above the upper eur 
face of said body, and withdrawing gug from said space o 


(b ) subjecting the stripped plant material of step ( a ) to 
further processing such as herein described and 
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29 to maintain a pressure in şaid space above said body at no 
more than one -half of atmospheric pressure so that at Icast 
a portion of said molien Daterial when it enters said chamber 
foams, said introduced molten material augmenting the body 
of molten material in the chamber , and wilhdrawiog molten 
material from the lower portion of said chamber, 

Apparatus for carying out a method which comprises a 
vertically elongated vessel adapted to hold a body of molten 
glassy material, inlet means at an upper portion of tho vessel 
adap cd to pass molten material to space above the molten 
body in the vessel , outlet means at a lower portion of the 
vessel adapted to pass molten material from the vessel , 
characterised by means in the upper portion of the vessel 
above the molten body in the vessel for withdrawing gas 
within the vessel above the molten body to impart a sub 
atmospheric presure to the upper portion of the vesel. 


7 Claims 
Apparatus for the manufacture of molten glassy muterial 
comprising it vessel for holding a volume of molton mate 
rial being refined , a headspace within the vessel locate abovo 
the volume of molten material, and an inlet opening 100 
necied to said head space for admitting a stream of addi 
tional molten material to the headspace portion of the 
vessel, means for imposing subatmospheric pressure within 
said headspace , said subatmospheric pressure imposing 
means being connected to the upper part of said vessel abovo 
said volume of the molten material, and stream shaping 
means connected to the inlet or mounted on the top of 
the vessel so as to be spaced from said inlet , said stream 
shaping means being 


Compl. Specn . 27 pages. 


Drgs 1 sheet . 


( a ) an extension of the julet having a plurality of spaces 
through which the molten material may flow , 

( b ) a foraminous member attached to the inlet opening 
(c ) a grid or mesh , 
( d ) a container having a plurality of orifices , of 

( c ) a diverting solid member below the inlet, bald mem 
ber oxtending in a direction having a substantially horizon 
tal component so as to intercept the stream of molten 
material, 
Compl. Specn , 24 pages. 

Drgy. 3 sheets . 


Cl. : 40 F 

171100 
Int. Cl. : COIB 7 / 07 . 

A PROCESS FOR DECHLORINATING A CHLORINB 
CONTAINING AQUEOUS SOLUTION OF AN ALKALI 
METAL CHLORIDE . 

Applicant : IMPERIAL CHEMICAL INDUSTRIES PLC., 
A BRITISH COMPANY , OF IMPERIAL CHEMICAL 
HOUSE , MILLBANK , LONDON SW1P 3JF , ENGLAND . 

Inventor : STEPHEN FRANCIS KELHAM . 

Application for Patent No. 413 / Del / 87 filed on 12 May, 
1987. 
Convention date 23 May 1986 / 8612627 / U . K . 

Appropriate office for Opposition Proceedings (Rule 4 , 
Patents Rules , 1972 ) Patent Office Brunch , New Delhi 
110 005 . 


5 Claims 
A process for dochlorinating a chlorine- containing aqueous 
alkali metal chlor de solution , said process comprises tho stops 
of charging a chlorine - conta ning aqueous alkali metal chloride 
solution to a container having a porous membrane of a 
hydrophobic material such as herein described which devides 
said contejner into a first and Accond compartments and con 
tacting the solution with one face of the porous membrane , 
charging an aqueous liquid to the second compartment and 
contacting the liquid with an opposile face of the porous 
membrane , removing a dechlorinated aqueous alkali metal 
chloride solution from the first compartment, and removing 
a chlorine - containing aqucoli; liquid from the second com 
partment, vaid process being performed at a tenperature in 
the range of 70 C to 95°C . 
Compl. Specn . 17 pages . 

Drgs. 2 sheets. 


Ind . Cl. : 90 K . 

171102 
Int. CI. CO3B 5 / 225 . 

A METHOD FOR PRODUCING MOLTEN GLASSY 
MATERJAL 

Applicant ; PPG INDUSTRIES , INC ., A CORPORA 
TION ORGANISED UNDER THE LAWS OF THE 
STATE OF PENNSYLVANIA , UNITED STATES OF 
AMERICA , OF ONE PPG PLACE PITTSBURGH 22 , 
STATE OF PENNSYLVANIA 15272 , UNITED STATES 
OF AMERICA . 

Inventors : RONALD LEE SCHWENNINGER & 
JOSEPH MICHAEL MATESA . 

Application for Patent No. 543 / Del/ 87 filed on 26 Jun 
1987. 

Appropriato office for opposition proceedings ( Rule 4 , 
Patents Rules , 1972 ) Patent Office Branch , New Delhi 
110 005 . 


11 Claims 
A method for producing molten glassy material, 
for example , yoda- lime-silica glass or flat glass, which com 
prises melting glass batch materials to produce a melt of 
suid material flowing a stream of said molten material into 
a chamber containing 1 body of said molten material, gaid 
chamter being maintained ut subatmospheric pressure so 
that at least a portion of said incoming molten material 
is caused to foam when entering said vessel, characterised 
by heating in a manner of the kind such as hercto described 
a region within the vessel above the molten material goas 
to accelerate collapse of the foam . 
Compl. Speçn . 22 pages. 

Drgs . 1 sheet 


Ind . Cl. : 90 K . 

171101 
Int. C1 * : CO3B 5 , 225 . 

APPARATUS FOR MANUFACTURE OF MOLTEN 
GLASSY MATERIAL . 

Applicant : PPG INDUSTRIES , INC ., A CORPORA 
TION ORGANISED UNDER THE LAWS OF THE 
STATE 01 PENNSYLVANIA , UNITED STATES OF 
AMERICA . OF ONE PPG PLACE , PITTSBURGH , 22 . 
STATE OF PENNSYLVANIA 15272 , UNITED STATES 
OF AMERICA . 

Inventors : RONALD LEE SCHWENNINGER , WRIGHT 
MONTGOMERY WELTON . BOYD STEPHEN DAWSON , 
JOSEPH MICHAEL MATESA & LARRY JOHN SHELES 
TAK . 

Application for Patent No. 520 /Del / 88 filed on 14 Jun 
1988. 

Appropriate office for opposition proceedings (Rule 4 , 
Patente Rules, 1972 ) Patent Office Branch , New Delhi 
110 005. 


Ind . Cl. : 90 G 

171103 
Int. C1.4 : C03B 5 / 225, 

A METHOD OF MANUFACTURING MOLTEN 
GLASSY MATERIALS . 

Applicant : PPG INDUSTRIES, INC., A CORPORA 
TION ORGANISED UNDER THE LAWS OF THE 
STATE OF PENNSYLVANIA , UNITED STATES OF 
AMERICA . OF ONE PPG PLACE PITTSBURGH 22. 
STATE OF PENNSYLVANIA 15272 , UNITED STATES 
OF AMERICA , 
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Inventor : WRIGHT MONTGOMERY WELTON . - 
Application for Patent No. 564 / Del/ 87 filed on 02 Jul 
1981. 
1987. . 

Appropriate office for opposition proceedings (Rule 4 , 
Pateuta Rules, 1972 ) Patent Office Branch , New Delhi- 
110 (05 . 


. 


16 Claims 
A method of manufacturing molten glassy materials 
which comprises introducing a volume , of the material in 
a molten state into a vessel, maintaining subatmospheric 
pressure in the vessel above a pool of said molten material 
in said vessel so as to create foam above said pool of 
material and contacting the foam with a substance of the 

and such as herein described which accelerates collapse of 
the toam . 
Compl. Specn . 20 pages. 

Drgs. 1 sheet. 


including a first upper section ( 1 ) forming a sugar dischiras 
rim at its upper wide diameter end , a second mid -section 
( II ) , and a third lower section ( 111 ) , said screen drum 
means further including bottom ( la ) means operatively con 
nected to said third lower section at its lower small diameter 
end for feeding massecuite onto said screen dram meats, 
said firktopper drum seetion having a first angle ( a ) of 
inclination relative to said central rotational axis ( 4 ) auch 
Hati, durióg the rotation of said screen drum hearsa 
materiak layer remains ; stationary on said first upper drum 
section if the stipply of massecuite to said bottont meatta - is 
stopped and it simultaneously the supply of wash -water is 
maintained , said second drum mid -section having a second 
angle ( ) of inclination relative to said central rotational 
axis, safel second angle ( B ) being larger than said angle 
( a ) by from 30 to 70, said third lower drum section having 
a third angle ( v ) of inclination relative to said central 
axis , said third angle ( y ) corresponding approximately to 
said first angle ( a ) , whereby a uniform distribution of the 
material being centrifuged on an inner drum surface is 
obtained with a layer thickness tapering toward said dis 
charge rim . 


- 


X 


.. 


1 


: 


. 


: 


wa 


Ind . Cl. : 144 B . 

171104 
Int . C .* : C230 4 /04 & 4 /08 . 

A PROCESS FOR PREPARING A COATING COM 
POSITION , 

Applicant : UNION CARBIDE CORPORATION , A 
CORPORATION ORGANISED UNDER THE LAWS OF 
THE STATE OF NEW YORK , LOCATED AT : OLD 
RIDGEBURY ROAD , DANBURY , STATE OF CONNEC 
TICUT 06817 , UNITED STATES OF AMERICA . 

Inventors : CALVIN HENRY LONDRY & THOMAS 
AULEN ADLER . 

Application for Patent No. 617 / Del / 87 filed on 17 Jul 
1981. 

Divisional to Patent Specn . No. 833 / Del / 84 filed on 27 
October 1984 . 

Ante-daled to 27 Oct 1984. 

Appropriate office for opposition proceedings ( Rule 4 , 
Patent Rules , 1972 ) Patent Office Branch , New Delhi 
110 005. 

5 Claims 
A process . for preparing a coating composition to be 
applied on a substrate such as herein described by a thermal 
spray , sald process comprises admixing of from 4 .0 to 
10 . 5 weight percent cobalt, from 5 .0 to 11 .5 weight percent 
chromium , from 3. 0 to 5 .0 weight percent carbon and the 
balance tungsten . 
Compl. Specn. 23 dages. 


Compl . Specn . 15 pages . 


Drgs . 1 sheet. 


" . 


Ind . : 23 E. 

. 171106 
Int. C1:+ * B65D 83 / 00 . 

A FLEXIBLE PACKAGE FOR STORAGE AND DIS 
PENSING OF A FLUID CONTENT. 

Applicant : STANDIPACK PRIVATE LIMITED , A COM 
PANY INCORPORATED IN INDIA , OF 25, COMMU 
NITY CENTRE , EAST OF KAILASH , NEW DELHI 
110065. 

Inventor : KAMAL MEATTLE . 

Application for Patent No. 767 /Del/ 87 filed on 31 Aug 
1987 . 

Appropriate office for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi 
110 005 . 


3 Claims 


Iad . Cl. 37 B . 

. . . 171105 
Int. C1.* : B04B 1 / 08 . 
: A SCREEN DRUM FOR A CONTINUOUSLY OPË 
RABLE SUGAR CENTRIFUGE . 

Applicant : BRAUNSCHWEIGISCHE · MASCHINEN 
BAUANSTALT AG ., OF AM ALTÈN BAHNHOF 5 , 3300 
BRAUNSCHWEIG , FEDERAL REPUBLIC OF GER 
MANY. 

Inventor : HELMUT SCHAPER . 

Application for Patent No. 680 /Del / 87 filed on 03 Aug 
1987. 

Appropriate - office for opposition proceedings ( Rule 4 , 
Patents Rules , 1972 ) . Patent Office Branch , New Delhi 
110 005 . 

6 Claims . 
A screen drum for a continuously operable sugar centri 
fuge baying a central rotational axis, comprising frustum 
shaped screen drum ( 1 ) means for centrifuging masşecuite , 
sald screen drum means having three interconnected sections 


A flexible package for storage and dispensing of a fluid 
content comprising a front ( 2 ) and back wall secured or 
heat sealed to each other by a sem ( 5 ) along all the four 
edges ( 4 ) of the walls to form a container ( 1 ) , characteris 
ed in that a downward seam (6 ) ex ending from the upper 
seam ( 5 ) disposed parallei and spuced from one edge ( 4 ) 
of said container , the back and front - wall ( 2 ) being 
secured to each other along said downward seam (6 ) so as 

to form a passage ( 8 ) and a compartment ( 7 ) , said down 
.. . ward seam (6 ) terminating away from the base of the 

container ( 1 ) such that the passage is in flow communi 
cation with the compartment ( 7 ) , a straw ( 10 ) being dis 
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posed within said passage ( 8 ) , a tearable weak zone ( 9 ) 
being provided with said passage ( 3 ) near said upper seam 
( 5 ) for allowing a discharge of the fluid content. 


said directing means ( 42 ) has predicting means ( 84 ) 
responsive to the target coordinate signals of said sighting 
and ranging means ( 26 , 28 ) for predicting a future track 
of said target, and offsetting means ( 56 , 66 , 68 ) responsive 
to a firing command of said commanding means ( 54 ) for 
offsetting said launcher ( 12 ) relative to a sight line to 
said target for interception of said target by a projectile 
fired from said launcher ( 12 ) ; said offsetting (56 , 66 , 68 ) 
means develops further rate signals combined with said 
rate signals of said gyro means for driving said motor 
means ( 32 , 36 ) during an offsetting of said launcher ; ( 12 ) 
and 


said directing means ( 42 ) has means ( 60 ) responsive to 
the firing command of said commanding means ( 54 ) for 
disconnecting said sighting means ( 26 ) and ranging means 
( 24 ) from said predicting means ( 84 ) during an offsetting 
of said launcher ( 12 ) , said oft selling being based on target 
track obtained prior to the firing command . 


29 


es 


Compl. Specn. 5 pages . 


Drg . 1 sheet. 


PIAS 


48 ELEVATION 

SO LATERAL 


52 TRACK 


Compl. Specn. 21 pages. 


Drgs, 2 sheets . 


Ind. Čl. : 169 Á . 

171107 
Int. Cl.* : F41G 1 / 38 . 
- A GUN FIRE CONTROL SYSTEM FOR DIRECTING 
A LAUNCHER OF A PROJECTILE AT A TARGET . 

Applicant : HUGHES AIRCRAFT COMPANY, A COM 
PANY ORGANISED AND EXISTING UNDER THE 
LAWS OF THE STATE OF DELAWARE , UNITED 
STATES OF AMERICA , HAVING A PRINCIPAL PLACE 
OF BUSINESS AT 7200 HUGHES TERRACE , LOS 
ANGELES, STATE OF CALIFORNIA , UNITED STATES 
OF AMERICA , 

Inventor : MILLARD MAURICE FROHOCK . 
Application for Patent No. 771 / Del / 87 filed on 01 Sept. 
1987 . 

Appropriate office for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi 
110 .005 . 


Ind. Cl. : 128 C XI X (2 ). 

171108 
Int. Cl. : A 61 C 8 / 00 . 
EXCAVATING TOOTH ASSEMBLY. 

Applicant : ESCO CORPORATION , A CORPORATION 
ORGANISED UNDER THE LAWS OF THE STATE OF 
OREGON , U . S . A . OF 2141 NW 25TH AVENUE, PORT 
LAND , OREGON 97210 , U .S . A . 


Inventor : ROBERT KENT EMRICH . 

Application for Patent No. 1028 / Del / 87 filed on 1 Dec 
1987 . 

Appropriate office for opposition proceedings ( Rule 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi 
110 005 . 


9 Claims 
A gun fire control system for directing a launcher of a 
projectile at a target, comprising : 

commanding means (54 ) for ordering a firing of said 
projectile ; 


directing means (42 ) coupled to said commanding means 
(54 ) for directing said launcher ( 12 ) towards said target , 
said launcher ( 12 ) being pivotally supported for movement 
about a first axis and a second axis ; 


gyro means (40, 38 ) locked to said launcher ( 12 ) and 
coupled to said directing means ( 42 ) for providing rate 
signals designating rates of rotation of said launcher ( 12 ) 
about said first axis and said second axis ; 


10 Claims 
An excavating tooth ( 20 ) assembly comprising an adapter 
( 22 ) and à point element (21 ) , said adapter having con 
necting means at its rear end for connection to a bucket 
(or the like ) , a nose (23 ) at its forward end for coupling 
with said point element (21 ) , said adapter nose ( 23 ) having 
ear ( 36 , 37 ) on one or more sides of said nose , ( 23 ) said 
point element (21) having edge ( 25 ) for engaging earth at 
one end constituting the forward end of said tooth ( 20 ) 
and a socket ( 24 ) at the rear end thereof for coupling to 
said adapter nose (23 ) by movement along the longitudinal 
axis of said tooth , (20 ) a tongue ( 28 ) extending rearwardly 
from said socket ( 24 ) for cooperative enagegement with 
said adapter ear ( 36 , 37 ) disposed vertically and a lock 
means located externally of said adapter nose (23 ) and on 
une side thereof releasably connecting said point element 
( 21) and adapter (22 ), said lock means ( 31 ) having an 


motor means (32, 36 ) coupled to said launcher ( 12 ) and 
to said directing means (42 ) for positioning said launcher 
( 12 ) ; 


optical sighting and ranging means ( 26 , 28 ) having an 
orientation locked to an orientation of said launcher ( 12 ) 
and coupled to said directing means ( 42 ) for outpuiting 
target coordinate signals , and wherein , 
4 - 157 GI/ 92 
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Le 


arth 


VI 


elongated pin member ( 32 ) disposed transversely of said 
longitudinal axis for wedging engagement with said adapter 
ear and said tongue ( 28 ) of said point element (21 ) , said 


pin member ( 32 ) having a side recess ( 42 ) , in confronting 
relation to said adapter (22 ) for receiving a resiliently en 
gageable plug member ( 43 ) . 


. : 20 


: 


3 


11 . 


- 


Compl. Specn . 15 pages. 


Drg 2 sheets . 


Ind. Cl. : 145 E , & 145 F . 

171109 
Int. C1.* : B27K 9 /00 & D21C 3 / 00 . 

A PROCESS FOR THE PRODUCTION OF SILICA 
FROM BAMBO SPENT PULPING LIQUORS. : 

Applicant THE DIRECTOR , CENTRAL PULP AND 
PAPER RESEARCH INSTITUTE , · 111 / II, VASANT 
VIHAR , P . O . INDIRA NAGAR , DEHRADUN - 248001, 
INDIA . 

Inventors : ARVIND GOPALRAO KULKARNI, RAJEEV 
MOHAN MATHUR , SANJAY NAITHANI, RAJESH 
PANT & ABANISH PANDA . 

Application for Patent No. 431 / Del / 88 filled on 16 May 
1988. 


Inventors : YADAVALLI VENKATA DURGA NAGES 
WAR , HARSHADAS MITARAM MESHRAM & PRAL 
HAD BALVANT RAO SATTUR . 

Application for Patent No. 1071 /Del / 88 filed on 07 Dec 
1988. 

Complete Specification left on 10 Nov 1989 . 

Appropriate office for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi 
110 005 . 

4 Claims 
A process for the preparation of 4 - tosyloxy -2 , 8 -bis (tri- . 
fluoromethyl ) quinoline of the formula II in the accompany 
ing drawing 


er 
der 


Appropriate office 
Patents Rules, 1972 ) 
110 005 . 


for opposition 
Patent Office 


proceedings ( Rule 4 . 
Branch , New Delhi 


PER 


CAP 


. 


. 


CF2 . . 


II 


4 Claims 
A process for the production of silica from bamboo spent 
pulping liquor obtained from paper industry which com 
prises carbonating said spent pulping liquor with carbondi 
oxide to cause a stepwise reduction of the pH of said 
liquor between 10 - 10 - 4 and resulting in the formation of 
the precipitate consisting essentially of silica , removing said 
precipitate by any known step from the carbonated liquor . 
Compl. Specn . 12 pages. 


which comprises reacting a compound of the formula I, 


22 


in 


SIN 


CFS 


Ind. C1. 32F. 

171110 
Int. Cl.* : C07D IX ( 1) . 
" A PROCESS FOR THE PREPARATION OF 4 - TOSY 
LOXY -2 , 8 -BIS ( TRIFLUOROMETHYL ) QUINOLINE. 

Applicant : COUNCIL OF SCIENTIFIC AND INDUS 
: TRIAL RESEARCH , RAFI MARG , NEW DELHI- 110001, 

INDIA , AN INDIAN REGISTERED BODY INCORPO 
RATED UNDER THE REGISTRATION OF SOCIETIES 
ACT (ACT XXI OF 1860 ). 


with p -toluenesulfonylchloride in the presence of bases such 
as herein described and aprotic solvents such as herein des 
cribed at a temperature ranging from 60°C - 900C . 
Provl. Specn . 6 pages 

Drg . 1 sheet 
Compl. Specn . 4 pages. 

Drg. 1 sheet . 
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PATENT SEALED 

RENEWAL FEE PAID 
ON 19 -06 - 92 

149241 150779 151178 151423 156238 156433 156611 158264 

160341 160600 160625 160788 160790 160914 161834 162314 
166988 167944 168415 168604 168635 168655 1688.57 168894 

163451 163985 164288 164466 164888 164943 165739 165905 
168904 168918 168933 168936 168944 168945 .168972 168974 

165948 166492 166562 166819 166944 167178 167216 167250 
168979 163983 168984 168987 168988 168990 169343 169559 167371 167437 167438 167534 167391 167593 167596 167997 

167601 167607 167608 167717 167799 168032 168036 168039 
Cal- 19 , Del-02, Mas - 02 . Bom -01. 

168040 168071 168351 168353 168357 168359 168369 168421 
168423 168438 168461 168475 168476 168583 168622 168643 

168736 168803 168832 163914 168952 168953 168936 168965 
REGISTRATION OF ASSIGNMENTS , LICENCES ETC . 

168966 168967 168968 
( PATENTS ) 

CESSATION OF PATENTS 
Assignments. Licences or otber transactions affecting the 
interests of the Original Patenteos have been registered in 
interests of the 

147911 147955 147969 147996 148002 148005 148025 148029 
tenham 
the following case . The number of the case is followed by 
sehemu 

148031 148037 148076 148085 148094 148098 148100 148101 
the name of the party claiming interests. 

148107 148125 148131 148148 148152 148165 148171 148208 

148214 148220 148231 148287 148309 148315 148328 148334 
157319 - Environmental Research Institute of Michigan 

148348 148395 148405 148406 148407 148417 148423 148424 
(A Michigan Non Profit Corporation ). 

148449 148478 148509 160566 162560 167632 


SUBJECT-MATTER INDEX AS PER INTERNATIONAL CLASS - 
FICATION SYSTEM OF THE COMPLETE SPECIFICATION 
ACCEPTED & NOTIFIED DURING THE YEAR - 1990. 

( Continuity from Section- D 

follows.). 
(Date ofSpecification in 2nd columndonotes; Dato of Complete specificition /Anti- lato/Post -date. 4 Classes of Applicants 
Codo in the 7th column, are the abridged forms : i.e.,IIndlan Individual; IC - Indian Company ; F _ Foreign Individual; 
FC _ Foreign Company.) 

- - - - - - - - - - -- - 
SECTION — F : FIXED CONSTRUCTIONS . 
No ciso wis accepted within the following classes, 


-. 


- 


- 


- - - - 


- 


- 


- 


- 


- 


- 


- 


- 


E 


01 


C 


: Construction of or surfaces for roads, sports grounds, or the like; Machines or auxiliary tools for construct 

ion or repair. 


OL 


F 


: Construction of bridges or vinducts; Assembly of bridges. 

Additional work , such as equipping roads or the construction of platforms, helicopter landing stages, 
signs, snow fonces or the like . 


· Ship - lifting devices or mechanism , 


C 


: Domostic plumbing installations for fresh water or waste water ; Sinks . 


F 


: Finishing work on buildings , c.g. stairs , floors. 


F 


: Dovicos for moving wings into opon or closed position ; checks for wings ; Wing fittings not otherwise 

provided for, concerned with the functioning of the wing . 


G 
C 
F 


; Sifos or strong -rooms for v !luablos; Bank protection devices ; Safety transaction partitions . 
: Ladders. 
; Sifoty devices , transport, filling -up , rescue, ventilation of drainage in or of mines or tunnels , 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- - 


- 


- 


- 


- 


- - - 


- 


Specn . 
No . 


Dito of 
Specn . 


SECTION - E . 
E 01 : CONSTRUCTION OF ROADS, RAILWAYS OR BRIDGES. 
E 01 B : Perminent way : Permanont way tools ; Machine for making railways 

of all kinds. 
Applicint for pitent Title of the Invention 

Date of int. Inlian Apnli 
Notifi- Class Classifi c ant 
cation 

cation Code 
* 3 

5 6 

7 8 
VOSSLOH -WERKE GMBH . Fastening arrangomont for fast- 03-02- 90 9 /00 157- D , 6- C FC 

enlng a rail to a sloeper , 


- - 


- 


- 


- 


- - 


- 


- 


- 


i 
165864 


- 


- - - - - 


- 


- 


03-03- 86 


- 


VL 
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- - 
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- - - 


- - - - - 


- - 


- - 
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- - - - - 


- - - - 
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166365 


27- 12 - 85 


- - - 4 

- - - - - 
--- - - - - 

-- -- -- - - 

. . .. . . , 

. . . 
FRANZ PLASSER BAH - T :mping unit for trick timnicy 
NBAUMASCHINENINDUST - michine, 
RIEGESELISCHAFT M . B . H . 


21 -04 - 90 


27 /00 


157 -12. 


FC 


6- B ; 157 - D 


FC . 


132- C . 


I. 


157-D4, 
D5, ( L ) 
158 - E4 
LII ( 2 ). 


166624 06 -03- 87 BHP RAIL PRODUCTS Motal rail sloopers . 

23-06 -90 3/00, 
PROPRIETARY LTD . 
166650 19- 11- 85 BENTON -ES VASBETONI Anparitus ant method for prylu - 30 -06 -90 3/28. 
PARIMUVÉK . 

cing concrete elements. 
166901 06 -09 -89 BHARAT RASIKLAL 

An improved system of ruil bogie 04 -08 -90 2 /00 . 
GANGHT. 

wheel and complementary rail 
provided at the rail joints for pre 

venting jolts . 
167481 17 -01-83 SACILOR . 

Method for str.ligntoning a steel 10 -11-90 5/ 00 . 
rail ways rail and ruils so straign 

tened , 
167554 30- 03-87 FRANZ PLASSER BAHNBA A travelling machine for taking 17-11-90 37/00 . 

UMASCHINENINDUSTRIE - up for laying and transporting 
GESELLSCHAFT M . B . H . track panels 

Device for fastening ralls to slee - 08 - 12 - 90 9 /00 . 

pers . 
167787 25- 09 - 87 VOEST -ALPINE AKTIEN Procoss for producing frogs of 22 -12 -90 25 / 06 . 
GESELLSCHAFT . 

railw lys switches , 


129-1, G . 


FC . 


157-8 . 3 


FC . 


167703 02-02- 88 


137-D6; C 


FC . 


157 - A4 


166538 


25-11-86 


E 01 H ; Strect cleaning : Clo ?ning of permanent w .lys, Cloning berches , Cloaning 

lind ; Dispersing fog in general, 
FRANZ PLASSER BAHN . A travellingmichine for cle ning 30 -06-90 8/00, 157-15. FC . 
BAUMASCHINENIDUSTRI the ball ist bedding of a rullway 
- EGESELLSCHAFT M . B . H . track comprising a billast distri 

butor . 


E 
E 


02 
02 


: HYDRAULIC ENGINEERING , FOUNDATIONS; SOIL SHIFTING . 
: Hydraulic engineering, 


B 


165788 


1 /00 . 


163- E 


166129 


3100. 


78 . 


FC . 


15 -12- 86 OTTIVAKKAM NATARALAN Ingroved fluid fod multiplo cylin 13 - 01- 90 
DEVARAJAN . 

nder two strokc l cciprocating 

engines. 
18 - 12 - 86 OFFICINE MACCAFERI Matters -type gabion for producing 17-03- 90 
S . P . A . 

protective covering structuros to 
be used on soil surfaces subject 

to crogion . 
09- 09 - 86 POCLAIN HYDRAULICS . Hydr iulic moichnism comprising 30-06 -90 

fluid distribution face and coun 
ter face . 


166669 


1/00 . 


195-D . 


FC . 


11 - 08 - 90 


9 / 08 . 


I, 


166938 26 -03- 86 NARAYANSWAMIPALANI, Devico for hirossing onergy from 

deop goa coastal wave action and 

gravity. 
167005 22-04 -87 GAUTAM LAL KUMAWAR Irrigition cipsule for automitic 

controlled underground irrigation 
167021 21- 04 -86 THE STANDARD OIL Poslable app iratus for meisuring 
COMPANY 

water stress condition of in agri 
cultural cron . 


101- F -GR - 
OUP-XXV 
III ( 2 ). 
5-D . 


18 -08- 90 


13/00 , 


18 -08 -90 


13/00 , 


5 -D . 


167470 


13 - 10 -88 SHIVRAM SHAMRAO 

KULKARNI. 


03- 11-90 


7/46 . 


101- H - XX - I. 
VIII ( 3 ) . 


Automitic gite for myintaining 
constant upstream water level in 
ryzervous, water streams, cin 
als and the like. 

- - - 
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- 


2 *** . - 3 - - - 


- 


--- 


2 


- --- 


- - 


5 


- - * - 6 


8 


E 


02 


D 


: Foundations ; Excavations; Embankments ; Underground or underwater 

structurcs . 


17 -03 - 91 


5 /80, 


138 - B . 


FC . 


166127 29 -09 - 86 BARAMAC CORPORATION 

LIMITED . 


Improvomenis in or relating to 
ground anchors . 


166589 22-01-87 PARMOD VERMA. 


27-D , I. 


I, 


5/03. 
5 /04 . 
3/ 12 . 


167614 


30 -01-87 BRADFORD HERBERT 

JONES. 


A prefabricited founlilion supp - 09-06 -90 
urt for supporting column . 

Process & appur .itus for the trozt- 24 -11 -90 
ment of heavy metals in metal 
containing sludgos , soils ash and 
the like to produce a nonleach 
able rosidue . 


35-F & 
141- D . 


F. 


165827 


20 -01-90 


9 /22 . 


102-B . 


E 02 F : Dreadging ; Soil-Shifting 
27-01-87 HITACHI CONSTRUCTION , Hydr- ulic drivo systom . 

MACHINERY Co . LTD . 
02-07-86 THE GOODYEAR TIRE A reinforcod convoyor belt, 

RUBBER COMPANY . 


FC . 


167029 


18 -08 - 90 


116 -B 


7 /00, 
9 /00. 


167274 


11-4 -86 


29- 09 -903 /627 


127 -1 


CATERPILLAR TRACTOR 
CO . 


Coupling 1ppararus for uso bet- 
woon a pair of support arms. 


GROUP 
LXV-(I). 


167279 


12 -05- 86 


CATERPILLAR TRACTOR 
CO . 


167708 


04 - 12 - 86 


CATERPILLAR INC . 


E 03 

E 03 B 
165937 31-03- 86 DONALD HUGH CAMP 

BSLLMACKAY 


All O rtin working tooth attach - 29 - 09 - 90 3 /40 , 71 - B - & E FC . 
ablo lo citlior end of the lelding 

9 / 28 GROUP 
odge of a bucket. 

XXVIII(I). 
A m sunting frumc adaplo:l for 08 -12-90 5 /32 . 71 - B & EGR - FC . 
supporting an impiet ou a vchiclo 

OUP-XX 

VIII (I). 
WATER SUPPLY ; SEWERAGE . 
Installations or mothods for obtining, collecting, or distributing watci , 
Equ ilising valvo ilssembly for 10 -02- 90 1/04 . 195 -GB. F , 
reguliting water flowing a 

200 - C . 
watcr supply systoni, 
Pump hiviug quintinous in flow 18 -08 -90 500 . 156 -0 . FC . 
and pulsuing outflow essontially 
for use as an industrial miging, 
agricultural, water supply , 6 ?ni 
tation or similar pump, 


167039 


01- 09 - 86 ASTRA - TECH A KNIE 

BOLAG . 


B 03 D : Wuer-closets or urin ils with flushing (lovices Flushing valves therefor . 
SURENDRA SINGH 

Au improved ball -cock for 28-04-90 1/33. 195-A , 
RANDHIR CHAUHAN : water tanks and cisterns, 


166383 


19- 08 - 86 


1. 


E 


03 


F : Scwcrs ; Cosspools , 


166923 02-01- 86 PIRAMUTHU KANDASU 

BBU , 


A Jovice for couliarging waste 
water in to the ground , 


04 -08 -90 


5 /04 


1. 


59 - A B 
-GROUP 
II ( 2 ) 


167039 


04 - 09 - 86 ASTRA - TECH AKTIE 

BOLAG . 


18 -08- 90 


5 /22 


156 - G , 


FC . 


Pump having continous inflow 
and pulsating Outflow ossentially 
for use as an industrial mining, 
agricultural, water supply, sani 
tation or similar pump . 
An Ipproved inspection chamber 
for inspecting sewage lincs . 


167594 


27 -05 -88 SRIPOORNA PLASTECH 

PRIVATE LIMITED . 


17- 11 -90 


5 02. 


C , 


59 - A - B - 
GROUP . 
II ( 2 ) 


- - - - - 


- 


- 


- 


. . . 


- 


- - 


- 


- 


- . 


- 


- - 


- - 


. 


. 


- 


- - 


- 


- - 


- 


. . 


. 


- 


- 


- - 
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- 
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- 
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- 


- 


- 


- - 


- 


- 


- 


- 


- - 


- --- - -- - - 


- - -- 


-- - - 


- - 


- 


- 


- 


- - 


- 


- - 


- - 


- 


E 


04 


: BUILDING , 


E 


04 


B 


: General building constructions ; Walls ; Roofs ; Floors ; Ceilings ; Insulation 

or other protection of buildings . 


06 -01-90 


7 /00 . 


27 - F . 


165750 22 - 09 - 86 GUNNARSHAUG OLAV 

JOHANNES . 


Roof structure for transparent 
roofs and heating systems comp 
rising sine. 


165781 


30 - 08 -85 SEALEY BUILDING SYS 

TEMS PVT . LTD . 


13-01-90) 


2 /00 , 


27- B . 


A method of constructing it huil - 
ding in a building so construc 
ted . 


165917 


30 -01-81 ALEJANDRO STEIN . 


A will member and a will 

m 
of grid wall members . 


e 


10 -02 -90 


2 /00 . 


27- 0 


165936 


31-03-86 ANTONIO PANTALONE. 


1/08. 


27-B , O . 


Structure for use ia constructing 10-02- 90 
mot 21 fr. mod building skeletons , 
A method of constructing pa clean 07-04-90 
roun . 


166273 


17-09 -85 TAKASAGO THERMAL 

ENGINEERING CO . LTD . 


1/ 76 . 


27-B . 


167166 


Process for preparing damp-proof 15-09 -90 11/64 . 
Course for hydraulic structures, 


39 -EO . 


05- 10 - 87 VSESOJUZNY NAUCHNO 

ISSLED -OVATELSKY I 
PROEKTNY INSTITUT 
AIJU -MINIEVOI 1 ELEK . 
TRODNO I PROMYSHLE 
NNOSTI. 


167457 


11-06- 86 SHIMIZU KENSETSU KA. 

BUSHIKI KAISHA . 


A frimo for inerzling the duri . 
bility of concrote structures . 


27- 10 -90 


5 /35. 


FC . 


227-C , 27-1. 
GROUP 
XXVI (1). 


L 


04 


C 


: Structural elenients; Building materials, 


A mothed for producing a flocced 31-03-90 
minor:21 substance therofor . 


2/ 2 


25- D . 


165252 24 - 03 -86 ARMSTRONG WORLD 

INDUSTRIES , INC. 
166650 19 .11- 85 BETON - ES VASBETONI. 

PARIMUVEK 


Aprilus 101:1 method for prod - 
ucing curcrote elements . 


30 -06 - 90 


2 /04 . 


132- C . 


166911 


29 -10 -85 SISMO INTERNATIONAL 


21-07 -90 


5 /08 . 


FC . 


Prefibricitci modulos for croct- 
ing buil logs and a method for 
makitg the sanc. 


27-1-GRO . 
UP- XXVI 
(I). 


167093 


1/00. 


25- A , 


1. 


10-03-86 VELAYIE AYDROSE 

MOHAMED 


An improved process for manu- 01-09-90 
f.: cturing building blocks or bricks 
using cement concrete , cement 
morter , limo concrete or the like 
material and the bulliling block / 
brick producod by thic procces, 


167231 07-03-86 AMETEX AG . 


22-09-90 2 /10. 


FC . 


A mothod for production ofsbl. 
pod clements especially sliccts for 
the constructions industry . 


25 - B -GRD - 
UP-XXV 
(I). 


E 


04 


D 


: Roof coverings, Sky- lights ; Guttors ; Roof-working tools , 


19 -05 - 90 


13 /00 , 


FC . 


166515 07 -03- 86 UNIROYAL CHEMICAL 

COMPANY, INC. 


An ol istomoric composition for 
manufacturing articles such as 
roof nicmbrances , roof fiashing 
or liners , 


152B -XII- 
( 2 ) . 


- 


- - 


- - 


- 


- 


- 


- 


- 


- 


- - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 
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- - 
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- 


- 


5 


6 


7 


8 


E 


04 


G 


: Souffolding ; Forms; Shuttering ; Building implemonts or othor building 

aids as thoir usc , Handling building materials on the sito ; Ropairing, 
breaking-up or other work on exisiting buildings . 


166363 


22- 10 -85 URIEL SCHLEISNER 


21-04 - 90 


150 - G . 


Structural olement connecting 
joints . 


7 /00, 
17 /06 . 


E 


04 


H 


: Buildings or like structures for particulars purposes ; Masts ; Fencing ; Tonts 

or canopies, in general. 


22- 09 - 90 


5 / 12. 


FC . 


A distribution system for water 
cooling tower. 


TOWER COMPANY 


50 - B -GR . 
OUP- VII 
(U ) . 


E 


05 


: LOCKS, KEYS ; WINDOW OR DOOR FITTINGS; SAFES. 


E 


05 


B 


: Locks; Accessories thorofor ; Handcuffs . 


166151 


24 -03-90 


61 /00 . 


6B - XLVII 


1. 


A g19 prossuro regulator with 
intorlockable Jatching moans. 


16 -09 -87 HARISCHANDRA KESARL. 

NATH MHATRE & KAN 
CHAN HARISCHANDRA 
MHATRE . 


165283 


A louk . 


17 -03-86 JAIN DIE CASTER PVT . 

LTD . 


07-04-90 


27/ 00 , 
29 /00 . 


117 A & B 
-LXIV (5 ) . 


C . 


167779 


31-01-89 V .I. P . INDUSTRIES LTD . 


A dual action lock for use in a 
suitc ? so ur briefcaso . 


22 -12 -90 


65 /50 . 


117 A ; 
117 B . 


E 


05 


C 


166210 


29 -06 -88 EARL BIHARI PVT. LTD , 


: Bolts or fastoning devices for wings, specially for doors or windows. 
An myrisvod door stoppor . 31-03-90 17/44 . 57 -C . 
An im roved tower bolt , 07- 04 -90 1/04 . 19-A . 


c . 
I, 


166300 


19 -12 -86 POTHIREDDYGARI LAKSH 

MINARAYANA REDDY 
AND POTHIREDDYGARI 
NATARAJA REDDY. 


166785 


23- 03 -88 EARL BIHARI PRIVATE 

LTD . 


A safety chain for doors . 


14 -07-90 


17 /36. 


57- D -LXIV 1c . 
76C -LXIV 


E 


05 


D 


: Hingos or othor susponslon doviços for doors , windows, or wings. 


166327 


Hinged labolling panol. 


30-05-86 SIEMENS AKTIENG ESE 

LLSCHAFT . 


14 -04. 90 


5 /00 . 


57 - 3 . 


FC . 


E 


06 


: DOORS , WINDOWS, SHUTTERS , OR ROLLER BLINDS, IN GENE 

RAL ; LADDERS . 


E 06 B : Fixed or 110vable closures for openings in bulldings, vehicles, fences, or 

liko cologuros , in general, c.g . doors, windows, blinds, gates , 
165896 12 -02 - 86 R .W . SIMON LIMITED Ventilating apparatus . 03-02-90 9 /00 , 196 -B2. FC . 
166379 01-08 -86 CARRIER CORPORATION . Improved louvor assembly in 21-04-90 7/00. 58- C. FC . 
an air conditioning apparatus . 

9 /00 . 
166995 30 - 12 - 87 1. SADASHIVE MORESH Composite precast rec door / win 18 - 08 - 90 1/32. 58 - B , C , 
WAR DEO AND dow ventilator frames and the 

D , GR . 
2 . RAMESH BHALCHANDRA, like. 

XXVI(3 ). 
KHER 
167105 11-08-87 P .H . TECH INCORPORATED An improved window construction. 01-09-90 7/00 . 58 -A1. C . 


18-08-90 1/32. 


38.B 


1. 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- TV 


- 


- 
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-- 


- 
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- - -- 
: EARTH DRILLING , MINING . 


E 


21 


21 


B 


: Eurth drilling , e.g . dcep dilling , obtaining oil, gas, watcr , solublc ou melie - 

ablc materials from deep wells. 


165813 


17.10 -85 SANTRADE LIMITED . 


20 -01- 90 


10 /02. 


131-B4. 


Cemented Carbide body used pie - 
forably for rock drilling and min 
ral cutting 


03-03-90 21/00 . 


39.G . 


FC . 


166054 03- 13-85 RHONE -POULENC SPECIA 

LITIES CHIMIQUES . 


A process for producing a salino 
solution of a heteropolysacchaiidc 
having improved viscosity stability 
at 80°C . 


17 -03-90 2,00. 


157-Dz. 


1. 


166105 03.06-87 SURESH KUMAR CHAWLA All clovallcd mini traligroit opora . 

ting on over groupd tullaci (racks. 


166374 


12 -06 - 86 


21-04.90 


1100 , 


131 -B2. 


INSTITUT GORNOGO DELA Devicx for making holes in soit. 
SIBIRSKOGO OTDELENIA 
AKADEMII NAUK SSSR . 


167045 


24 -02- 86 


25 - 08 -90 


47 /022 . 


SHELL INTERNATIONALE 
RESEARCH MAATSCHA 
PPIJ B . V . 


An appajatus for climinating the 
influonce of drillstring magncti 
zation ou an azimuth mcasuie 
ment in a boreholç , 


126- B 
GROUP 
LVIII ( 6 ). 


167353 


13- 03 - 87 


13 - 10 - 90 


HAUGESUND MEK VERK . 
STED A /S . 


27-G1 


A mcthud for constructing hugc 
inodulos and a modulo construc 
tod by said mothod . 


1 /00 , 
19 /00 . 


167856 


14-10-86 ESCO CORPORATION . 


Dump block for ( naglino buoko1 . 


29 . 12 -90 


19 /00 . 


71 - B - XX 
VII ( 3 ) & 
131B3-XX 
VII ( 3) 


E 


21 


C 


: Mining or quairying. 


13 -01-90 


25/06 . 


116-G . 


165786 19 -11- 85 CHARBONNAGES DE A sprinkling device for sprinkling 

FRANCE ESTABLISSEMENT coolant selcotively on the cylind 
PUBLIC . 

rical suj facc on a culting dium 
which used for coal mining . 


166280 


41/04 . 
47/02. 


116 .G . 


15 - 10 - 85 CHARBONNAGES DE Mechanised apparatus for mining 07-04-70 

FRANCE ( ESTABLISSEMENT coal from a conl face, 
PUBLIC .) 


FC . 


E 


21 


D 


: Shafts, T4991018 : Gallerics . 


165948 07 -08-87 


E . I. DU PONT DE NEM 
OURS AND COMPANY. 


Anchor bolt aysembly. 


17-02- 90 


21/00. 


19-A . 


. FC . 


165991 24-01-86 


TITAN MINING AND ENGI- Defoined bai for jullicular usc 
NEERING PVT. LTD . as a rock bolt. 


24-02.90 


21/00 . 


19 - B , C . 
27L 


FC . 


- - - - 


- - - - - - 


- 


- 


- 


-- 


- - 


- - 


- - - - - 


- - - - 
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REGISTRATION OF DESIGNS 

Class 3. Nos . 163816 10 163819 . Ceat Limited , Electronics 

Division , Dr. Shirodkar Road, Parel, Bombay 
The following designs have been registered . They are 

400012 , Maharashtra , India , Indian Company, 
not open to inspection for t period of two years from the 

" Transistor Radio " . November 25, 1991 , 
date of registration except 49 provided for in Section 30 
of the Designs Act, 1911 . 

( lasy 4 , No . 163849 . Mrs. Rukhsana Gulam Amin of s . 

Jer Mansion , On : Turner Road , Bandra ( West ) , 
The date whown in the cach cntries is the date of the 

Bombay -400050 , Maharashtra , India , Indian , 
registration of the design included in the entry . 

" Ash Tray " . November 26 , 1991. 
Class 1. Nos . 163728 & 163729. Pat Venkatesh Sonto of 
Sairan Energy Products , 5226 , Edgeware Drive , 

C lay 10 . No. 164024 . Smt. Madhu, 27 , Pusa Road , New 
Agoura , California 91301, USA , American 

Delhi- 110005. India , Indian . " Shoe " . January 
National. “ Modular” . November 1, 1991. 

21, 1992 
Class 1. No . 163784 . Lucky Auto Products ( India ) , Part Clasg 13 . No. 164025. Smt. Madhu 27, Pusa Road , New 
nership concern of 10249, Gali Mill Wali, 

Delhi- 110005 , India , Indian . "Multipurpose 
Library Road , Azud Market, Delhi- 110006 , India , 

Stand " . January 21 , 1992 . 
" Sarec Guards " . November 14 , 1991, 

COPYRIGHT EXTENDED FOR THE 2ND PERIOD OF 
Class 1. No. 163785 . Narendra Singh Bali of 29, Apartments , 
Swasthya Vihar, Now Delhi- 110092 , India , Indian 

FIVE YEARS 
Nalional. " Fire Extinguisher" . November 14 , 
1991. 

Nos. 158862 , 158040 , 158861, 157602 157699 to 157705 
Class 1. Nos . 163812 & 163813. Eagle Flask Industries Ltd . 

- Class 3 . 
of Eagle Estate , Talegaon 410507 , Dist. Pune, 
Maharashtra , India . " Thermos" . November 25, 

COPYRIGHT EXTENDED FOR THE 3RD PERIOD OF 
1991. 

FIVE YEARS 
Class 3. No. 163789 . Rapi Blue Liquid , a proprietory firm Nos. 158862 and 158861 

- Clası 3 . 
of No. 7 , Ramaswamy Palaya , Maruthisevanagur, 
Bangalore - 560033, Karnataka, India . " Container " . 

November 14 , 1991. 
Class 3. Nos. 163814 & 163815 . Eagle Flask Industries Ltd . 

R . A . ACHARYA , 
of Eagle Estate , Talegaon 410507, Dist Pune, 
Maharashtra , India . " Thermos". November 25, 

Controller General of Patents , 
1991. 
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